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Preface 



The purpoa* of thia aanual is to provide the user adequate inforaation 
to configure and operate the HXV22 floppy disk controller. The 
information provided should clarify the controller connection to any 
Shugart conpatible drive and assist in the selection of associated 
interface options. Both register definition and coaaand protocol are 
provided for reference and as an aid in developaent of user software. 
Operational procedures outline the use of the controller features as 
well as explaining operation in an RT-11 or RSXllB software 
environaent. 
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Section 1 
General Information 



1. INTRODUCTION 

The MXV22 ia a dual d»n«ity controller cowpatible with the DEC» RX02 
floppy diak •/•ten. The WXV22 enulates two separate RXV21 controllere, 
each of which control* two 8-inch floppy disk drives. When configured 
with any Shugart compatible drive, it ia a direct replacement for two 
complete RX02 subsyatema. The controller provides either aingle 
density encoding compatible with IBM 3740 equipment or double denaity 
encoding providing up to 1 Mbyte of atorage on a aingle diakette. 

All electronics are contained on one dual-height board which pluga 
directly into any standard LSI-11 backplane and interfacea through a 50 
conductor ribbon cable with up to four (4) Shugart compatible drivea. 
All controllers are lOOX teated and ready for operation. The primary 
controller registers are configured for the standard device address 
177170(8) and interrupt vector 264(8). The secondary controller 
registers are configured with a device address of 177174(8) and 
interrupt vector 270(8). Interrupt level is factory set to level four. 
Features include; 

. 22 bit addressing 

.Transparent firmware bootstrap automatically loads either single 
or double density diskettes. 

.Formatting capabilities permit writing sector headers, checking 
the written headers, and writing the data fields in the user 
selected density. 

.Jumper selectable four-level device interrupt priority compatible 
with the LSI-11/23. 

.Provides power fail protection for data integrity. 

.Write current control signal for tracks greater than forty-three. 

. Write precompensation for reduced error rates. 

»DEC, PDP-11, LSI-11, RSX, Unibus & Q bus are registered trademarks of 
Digital Equipment Corporation. 
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I'l- CQMPOMEHTS 

Th* controllvr is provided with th» folloving coaponsnts: 

P/H 81010-07-2 Floppy diak controllar 

H 81010-02-2 HXV22 diak controllar aanual 

Thia aaction diacuaaae tha aapacta of hardvara, aoftvara and aadia 
coapatibility with Digital Equipaant'a RX02 ayataa. Tha inforaation 
will aid tha uaar in data intarchanging vith foraign ayataaa. 

Hirtfvtrt 

The controllar ia coapatibla with tha LSI-11, LSI-11/2 and LSI-11/23 
proceaaora. All circuitry ia contained on one dual-vide board that 
pluga directly into any atandard LSI-11 backplane. Alternate iddreaa 
aelection and a four-level device interrupt priority acheae provide the 
uaer added flexibility for expanded ayatea configurationa. Shugart 
coapatibla drive logic ia interfaced through a 50-pin ribbon cable. 
The connector pina are coapatibla vith both the 800 and 850 aeriea 
drivea. 

Softvare 

The BXV22 ia coapletely coapatibla vith RXV21 regiater definition and 
conaand protocol. All DEC-aupplied aoftvara deaigned to operate vith 
the RX02 ayatea will operate vith the controller. 

Hedia 

The aedia uaed vith the HXV22 are coapatibla vith the IBM 3740 faaily 
of equipaent. Either preforaatted or blank aoft aectored diakettea aay 
be uaed vith the controller. The folloving liat auaaarizaa the 
auggeated aedia. 

IBM Single or Double Denaity 

DEC RX01/RX02 



1.2.1. e Inch Lofliol Track For««t 

Th© di«k»tt» Burfac* is divided into 77 concentric tr»ck« nu«b«r»d 
0-76. Each track con«i«t» of 26 Mctors nu«b«r«d 1-26. Th» track 
b»gin« and ffnda at the ind*x addrvM mark. Th» track ia £or»att»d in 
■uch a way that thi« "■off indax is pr»c»d»d by th» leading vdga of 
th« physical index hole in the diskette. Following the physical index 
•re 40 bytes of -FF" data, 6 bytes of "O" data, and the index address 
sark indicating the beginning of the track. Following the index 
address sark is the post index gap consisting of 26 bytes of *FF* data 
and 6 bytes of -0" data. The next field is the sector header for 
sector 1. Following the data field is the data gap consisting of 28 
bytes of "FF" data and 6 bytes of "0" data. This field leads to the 
next sector header. Following the 26th data record is the pre-index 
gap consisting of approxisately 274 bytes of -FF" data. 

Each track is forsatted in the above aanner. Refer to Figure 1-1. The 
sector header field of each sector contains inforsation describing the 
sector nusber, track nusber, and diskette side. All the above fields 
are recorded in FM except as noted in the following sections. 
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Figure 1-1 t 8-Inch Logical Track Forsat 



Th» h«ad«r fitld con>i>ta of 7 byt»« of infor««tion. Pr»c»ding th» 
h»ad«r i> • fitld of 6 bytM of -ztro" data for •ynchroniration. Th» 
h«ad*r and thia praaabl* art always racordad in PH. 

1. Byta 1. ID Addraaa Hark - A uniqua aark conaiatin? of 1 
byta of FE (hax) data with thraa aiaaing clock-tranaitiona 
uaing a C7 (hax) clock pattarn. Thia aark ia dacodad by 
tha controllar and indicataa tha atart of tha aactor 
haadar. 

2. Byta 2. Track Addraaa - Thia byta indicataa tha abaoluta 
(0-114(8)) track addraaa. Each aactor containa thia track 
inforaation to locata ita poaition on ona of tha 77 tracka. 

3. Byta 3. Sida - Thia byta indicataa tha diakatta aida (0 or 
1). 

4. Byta 4. Sactor Addraaa - Thia byta indicataa tha abaoluta 
(1-32(8)) aactor addraaa. Each aactor containa thia 
inforaation to idantify ita poaition on tha track. 

5. Byte 5. "Zaro" 

6. Byte 6, 7. CRC •■ Thia ia tha 16 bit cyclic redundancy 
character and ia calculated for each header fron the firat 
5 bytea of inforaation, uaing tha IBH 3740 polynoaial. 
(Refer to Cyclic Redundancy Check, Section 1.2.7.). 



1.2.3. pat f nf\4 

The data field conaiata of either 131(10) or 259(10) bytea of 
inforaation depending upon the recording aethod. Preceding the data 
field ia a field of 6 bytea of "zero- data for aynchronization. 

The preaable and data address aark are always written in FH. The uaar 
data and CRC character are either written in FH or HFH aodified 
depending upon the foraatted diakette danaity. 



1. Byt* 1. Data Addrtn Hark - A uniqu* aark conaiating of a 
data byta (aaa Tabla 1-1) with thraa aiaaing clock 
tranaitiona ualng a C7 (hax) clock pattarn. Thia byta la 
alvaya vrittan in FM and~^ia dacodad by tha controllar to 
indicata tha at art of tha data fiald, ita racording aathod 
(FH va HFH), and if tha fiald ia a dalatad data fiald. 



ADDRESS "" 
HARK 


1 INDICATED 
1 DENSITY 


DATA 


CLOCK 








INDEX 


1 NA 


FC 


D7 


ID 


1 NA 


FE 


C7 


DATA 


1 FH 

1 . — ..— _ — _«....... 


FB 


C7 


1 ..•-..••*.•«•• 

1 Hodifiad 


FD 


C7 


DELETED 
DATA 


1 FH 

1 _..—«...».—.... 


F8 


C7 


1 -------------- 

1 Hodifiad 


F9 


C7 



Tabla 1-1: Addr aaa Harka 

2. Bytea 2-129 (FH) or Bytaa 2-237 (HFH Hodifiad). Uaar Data. 
Thia field ia racordad in aithar FH or HFH aodifiad. 
Depending upon tha encoding achane, either 128 or 256 bytea 
of inforaation can be atored. 



3. Bytea 130-131 or 258-259. CRC - Thia ia tha 16 bit cyclic 
redundancy character and ia calculated for each data field 
fron the firat 129 or 257 bytaa of inforaation uaing tha 
IBH 3740 polynoaial. (Refer to Cyclic Redundancy Check, 
Section 1.2.7.). Theae bytea are recorded vith the 
encoding acheae aa the data field. 



1.2.4. Recording Schewe 

Two recording achaaea are uaed by the HXV22: double frequency (FH) and 
DEC aodified Hiller code (HFH). FH ia uaed for aingla danaity 
recording and ia coapatible vith IBH 3740 or DEC RXOl aedia. DEC 
aodified HFH ia uaed for recording double denaity and ia only 
coapatible vith the DEC RX02 ayatam. 



^■2' 3- fi2HWAJEEJtfl3liaK3r„iEH.l 

I!I.h*°Mf "' t? °!;"*<=J»'^i««' by • Hux transition .t th. b^ginnina of 
t«ch bit C.11 which i« cowonly ttrMd • clock pul.. or triniition .. 
•hovn in Figur. 1-2. A logic -onf i« r»prt««nt»d by • f lui ??in.??io! 
within th. bit c.11, . logic -z.ro- i. ?.pr...S.5\y "i llcIS i^J 
flux transition within a bit c.11. In FK th. bit c.11 tia. i« 40.7 

•0- -0- -1- -0- -1- -0- 

'"' l"l Tl l"! Tl I'l l" Tl |~| 



c 

1 


bit 


C 
1 


>l 

1 


c.11 
4ua 


1 



Figur. 1-2: F« R.cording Charact.ri«tic« 

MFM rwjording consist* of flux transitions for a logic -on.- and no 
flux transitions for a logic -2.ro-. A clock transition only occurs 
batw..n two consscutiv. logic -z.ros- as shown in Figur. 1-3 b.low. 
Th. HFM bit c.11 tis. is 2us. 

•1- -i- -0- "0- -1- -O- -1- -l- 

i~ Ti Ti i"i Ti i" 

D D C D D D 

I bit I 
-->l cllK— 
I 2us I 

Figur. 1-3: HFM R.cording Charactaristics 



Tabl» 1-2 auaaariz** tht standard HFH ancoding algorith*. 





DATA 


1 


- 


ENCODED DATA 1 


1 DH-1 




DN 1 


DH-1 


CN DN 1 


1 
1 1 
1 
1 1 




1 

1 

1 1 
1 1 



1 

1 


1 1 
1 
11 
1 1 



Tabl* 1-2: Standard HFH Encoding 

Because single density headers are used for both FH and HFH recording 
fornats, and since certain HFH patterns sap into single density address 
narks, a modified algoriths is used. The sapping occurs vhen a data 
pattern of exactly four consecutive 'ones" is encoded. Whenever this 
pattern is encoded a special algorithm is applied. Table 1-3 defines 
the encoding algorithm for this special case. 



DATA 


DN-5 


1 DN-4 


I DN-3 1 DN-2 


1 DN- 


-1 


1 


DN 





1 1 


1111 


1 


L 


1 





X 

CN-5 DH- 


1 1 
5ICN-4 DN- 


10 Oil 
■4ICN-3 DH-3ICN-2 DN- 


1 
2iCN-l 



DN- 


1 
11 


1 
CN DN 


ENCODED DATA 



Table 1-3: Hodifying Algoriths (Special Case) 

When reading double density data fields the controller checks for a 
missing clock bit between two zero data cells, and if found, 
substitutes ones for the tvo zero data bits (generated by the special 
encoding algorithm). 



1.2.7. (^ygUff PgaMnc^ingy ghfgH 

Each sector header field and data field has tvo CRC characters 
appended. These 16 bits are the remainder that results vhen dividing 
the data bits [represented as a polynomial H(x)] by a generator 
polynomial 6(x). The polynomial used for IBH 3740 is 
G(x) > X'le-" Xn2<- X*:-^ l. For the sector header the data bits include 
byte 1 thru 5. For an FH data field the data bits include byte 1 thru 
byte 129. For an HFH data field the data bits include byte 1 thru byte 
257. 



1"3' SPECIFICATI t^lg 

RECORDING TECHHIQUEt 

Singl* D*n«ity 
Double Density 

POWER REOUZREHENTSi 

Voltag* 

Current 

ENVIROHMENTAL 

T«ap«ratur« 
Huaidity 



IBH 3740 FM 

DEC Modified HFM 



Single 5V supply 
(fron LSZ-11 backplane) 
2.9A typical 



degree - 45 degree* C 
lOX - 9SX non-condensing 
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Section 2 
Installation 



2. GENERAL 

The controller is shipped with standard options configured. The 
standard address 177170(8) and vector 264(8) are set. The device 
interrupt priority is set to level lour. The firmware bootstrap is 
disabled. 

Host options are factory foil-etched to the most often used 
configuration. The foil jumpers must first be cut before the alternate 
jumpers are inserted. Refer to Tables 2-1, 2-2, and 2-3 for alternate 
options and Figure 2-1 for jumper location. Several of the options are 
selectable by using AMP 530153-2 pin jumpers. If these pin jumpers are 
not available use #30 wire wrap. 



2.1. CONFIGURATION 



2.1.1. Address Vector Selection 

The controller is shipped with the DEC standard device address and 
vector assignments preset to 177170(8) and 264(8), respectively. Any 
change in these assignments would necessitate a change in system 
software. However, a dual address and vector option is selectable 
nabling a second register assignment at 177174(8) and 270(8), 
respectively. 

The dual address mode is used in applications requiring more than two 
drives. In this case the controller simulates the operation of two 
controllers as required by standard DEC software. To select this 
option remove the jumper between W16 and W17. Jumper W15 to W16 and 
jumper W7 to W8 as shown in Table 2-1. 



> 1 JUHPERS 1 
1 OPTION 1 ............ .. 1 


1 1 15-16 1 16-17 1 7-8 1 

1 ----____.____„___._..__. , 


1 Standard III | 

1 Addr •••/ Vector « 1 OUT 1 IN 1 OUT 1 

1 177170/264 till 
1 ...... , 


1 Dual 1 1 1 1 
1 AddrMS/Vcctor 1 IN 1 OUT 1 IN 1 
1 177170/264 1 1 1 1 
1 177174/270 1 1 1 1 

1 -.-.—..------..-..--._._______....___.__ 1 


1 "Factory Pr»«at | 



Tabl* 2-1: Addr»»«/V»ctor Option Configuration 



2.1.2. 



Llliijstitx 



The KXV22 supports the four-level device interrupt priority achene 
cowpatible with the LSI-11/23. The controller aaserta interrupt 
request* and aonitors higher level request lines during interrupt 
arbitration as described in Table 2-2. The level four request is 
always asserted by the controller, regardless of its priority, to 
maintain conpatibility with the LSI-11 and LSI-11/2 processors. 
The interrupt priority level is configured to level four at the 
factory. If a different interrupt level is desired the following 
foil-etched jumpers must be cut. Refer to Table 2-2 for the proper 
jumpers to insert for the desired priority level. 



W19 - W20 


W28 - W29 


W22 - W23 


W30 - W31 


W24 - W25 





IPTYIASRT IRON I __. JUHPERS 

I LEV I I 118-191 19-20T2i -22 1 22-23 1 24-25 1 25-261 27-28 1 28-29 1 30-31 1 31 -32 
I - - — - 



I 4»l 4 15,6 I Out I In I Out I In I In I Out I Out I In I In I Out 



!• 



5 I 4, 5 I 6 I Out I In I In I Out I In I Out I Out I In I Out I In 



I 6 I 4,6 I 7 I In I Out I Out I In I Out I In I In I Out I In I Out 



I 7 l4,6,7INonel In I Out I In I Out I Out I In I In i Out I Out I In 



I 

I »Factory Preset 



Table 2-2: Priority Level Configuration 
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Factory T««t 



MIIIMIIIIIIIllliiiiiii 

■»-Wl W2 W3 « 

• • » « tt « » 

W44 45 33 34 



W6 

W5 

« 

W4 



f -Factory 

T*8t 



f-Factory 
Test 



22 Bit- 
Address 



Step- 
Rate 



Boot- 
Strap -f- 



W7 

->W47 46 W8 

« » « 

W9 

■>W36 39 

« » 
W37 38 



W41 W15<- 

« « « » 
W42 43 17 16 



« » « 
W14 13 12-«- 



TBS7 4- 



WIO 

» 
Wll 



W20 19 18 

» » » ■« 

« « » / 
W23 22 21 / 
/ 
W24 30 29 / 
» » » < 

W25 31 28 

J I » » » 

I « » « I 

I W26 32 27 I 



Address 
Selection 

- Write 
Precoin- 
pensation 

- Interrupt 
Priority 



Figure 2-1; Configuration Jumper Locations 
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2.1.2. Bcvotg^rig 

Th» controlltr board incorporate « transparvnt £ir«w«r» bootatrap. 
Th» bootstrap is initiated vhcn«v*r program •xtcution ia atartad at 
location 173000(8) hoaing all drivaa to track 0. Maxt, track 1, aactor 
1, of unit ia raad and diakatta danaity ia datarainad. If tha 
diakatta ia aingla danaity, aactor a 1, 3, 5, and 7 ara loadad into 
■aaory atarting at location 0. If tha diakatta ia doubla danaity, 
aactora 1 and 3 ara loadad. Prograa axacution ia than tranafarrad to 
location 0. Controllara ara ahippad with thia faatura diaablad. To 
anabla tha bootatrap raaova tha juapar batvaan W42 and W43 and inaart 
tha juapar batvaan W41 and W42 aa ahovn in Tabla 2-3. 

MOTE 

Only ona bootatrap ahould ba anablad in a ayataa 
for propar oparation. If anothar bootatrap 
axiata in tha ayataa, it auat ba diaablad bafora 
enabling tha controllar bootatrap. 



1 

BOOTSTRAP 1 - 




JUMPERS 




1 


41-42 


1 


42-43 


ENABLED 1 


IN 


1 


OUT 


DISABLED * 1 


OUT 


1 


IN 


•Factory Praaat 



Tabla 2-3: Bootatrap Option 



2. 1. 4. Writa Pracoaoanaation 

Tha HXV22 controllar providaa hardvara vrita pracoapanaation to raduca 
tha bit ahift axhibitad by all drivaa aa tha racordad flux danaity 
incraaaaa. Tha controllar racognizaa tha pattarna which produca bit 
ahift and pracoapanaataa tha vrittan pattarn. Thia uniqua faatura 
allova tha controllar to parfora raliably with any Shugart coapatibla 
driva. 



12 



Controller* art «hipp«d with thi« fMtur* vnablffd and it ia raoosMndad 
that for aora raliabla oparation tha faatura not ba diaablad. Hovavar, 
if so daairad, tha faatura can ba dafaatad by cutting tha foil-atchad 
juapar batvaan W12 and W13 and inaarting a juapar batvaan W13 and W14 
aa ahovn in Tabla 2-4. 



I JUMPERS 
WRITE I 

PRECOBPEHSATIOH I 12-13 I 13-14 

ENABLED* I IN I OUT 
DISABLED I OUT I IN 
•Factory Praaat 



Tabla 2-4: Writa Pracoapanaation 



2.1.5. Stap Rata Control 

Up to four drivaa can ba intarfacad with tha 1IXV22 controllar. Thaae 
drivas are organizad into two paira, aach of which ia aaaociatad with a 
particular regiatar aat. Tha firat pair of drivaa (DS1/DS2) ia 
aaaociatad with tha primary ragiatar aat (177170(8)) and tha raaaining 
pair (DS3/DS4) with tha aacondary ragiatar aat (177174(8)). Tha 
controllar ia ahippad configurad with a 6aa atap rata for both pair of 
drivee. Alternate atep rataa can ba aalactad for aach pair of drivaa. 
Refer to Table 2-5 for daairad atap rata option and aaaociatad junpara. 



STEP RATE 


1 
1 . 




JUMPERS 




DS1/DS2 1 


DS3/DS4 1 


36-37 


1 


38-39 


6» 1 




6« 1 


IN 


1 


IN 


3 1 




6 1 


OUT 


-"-- 1 ---- 

1 


IN 


6 1 




3 1 


IN 


1 


OUT 


3 1 




3 1 


OUT 


---- 1 ---- 
1 


OUT 


•Factory 


Praaat 









Tabla 2-5 i Stap Rata 
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2.1.6. 22 Bit AddrMaina 

The controller is shipped vith 22 bit eddreesing disabled. Enabling 
this option provides extended address control during DHA transactions 
allowing the controller to transfer inforsation throughout 22 bit 
address space. The additional four bits of address (A(ie)-A(21) ) are 
coMinunicated to the controller as described in section 3.1.2. Before 
enabling this option it is necessary to sodify the corresponding 
software drivers in order to saintain proper register coaaunication as 
described in section S. To enable 22-bit addressing juaper W4S and W47 
as shown in Table 2-6. 



1 JUMPERS 

'5'5 OTT 1 .--...--_--_ 


ADDRESSINB t 46-47 


ENABLED 1 IN 


DISABLED « 1 OUT 


•Factory Preset 



Table 2-6: 22 Bit Addressing 



2. 1. 7. Hiscellaneous Optio ns 

There are several options related to factory configuration of the 
controller. These options must be configured as shown for proper 
operation of the controller. Refer to Table 2-7 for these options. 
During DHA operations if the bus address established extends into the 
peripheral address page the controller asserts bank select 7 <BS7) as 
required by normal bus protocol. If the application requires extended 
memory, overlapping the peripheral address page, this option can be 
disabled as indicated in Table 2-7. 



OPTION 



JUMPERS 



!• 



1-2 I 2-3 I 4-5 I 5-6 I 33-34 I 34-35 I 



10-11 I 



FACTORY* I OUT I IN I OUT I IN I OUT I IN 
BS7 ENABLED l-l-l-l-l-l- 



IN 



• I 

OUT 1 
I 



I 



I 



I 



BS7 DISABLED I - I - 
* Factory Preset 

Table 2-7; Hiscellaneous Options 



I 
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2.2. DRIVE COMFIGURATIOH 

The controlltr provides an industry standard floppy intsrfaos 
conpitiblt with aost available drives. Hovsvsr, for propsr opsration, 
•ach drive aust be configured with attention to several options. 
Tables 2-8 thru 2-12 susaarize these options for several of the acre 
popular drives. 









DUAL 


SINGLE 1 


I OPTION 


DESCRIPTION 


DRIVE 


DRIVE 1 


DRIVE 1 


1 DSl 


Drive select 1 


IN 


OUT 


IN 1 


1 DS2 


Drive select 2 


OUT 


IN 


OUT 1 


i DS3 


Drive select 3 


OUT 


OUT 


OUT 1 


1 DS4 


Drive select 4 


OUT 


OUT 


OUT 1 


t A 


Radial head loading option 1 


IN 


IN 


IN 1 


1 B 


Radial head loading option 


IN 


IN 


IN 1 


1 C 


Head load option 


IN 


IN 


IN 1 


1 D 


In use option 


OUT 


OUT 


OUT 1 


1 X 


Radial head loading option 


OUT 


OUT 


OUT 1 


1 WP 


Inhibit write vhen protect 


IN 


IN 


IN 1 


1 HP 


Allov vrite vhen protect 


OUT 


OUT 


OUT 1 


1 DS 


Stepper power froa drive 
select 


IN 


IN 


IN 1 


1 HL 


Stepper power froa head 
load 


OUT 


OUT 


OUT 1 


1 2S» 


Two sided status output 


IN 


IN 


IN 1 


1 Z 


In use from drive select 


OUT 


OUT 


OUT 1 


1 Y 


In use froa head load 


IN 


IN 


IN 1 


1 R 


Ready output 


IN 


IN 


IN 1 


1 I 


Index output 


1 IN 


IN 


IN 1 


1 DC 


Disk change output 


X 


X 


X 1 


1 S 


Sector output 


X 


X 


X 1 


1 800/650 


Sector option disable 


IN 


IN 


IN 1 


1 801/851 


Sector option enable 


OUT 


OUT 


OUT 1 


1 L 


-5V DC bias 


IN 


IN 


IN 1 


1 Tl 


Teraination HL 


OUT 


IN 


IN 1 


1 T2 


Termination drive select 


IN 


IN 


IN 1 


1 T3 


1 Teraination direction 


OUT 


IN 


IN 1 


1 T4 


Teraination step 


OUT 


IN 


IN 1 


1 T5 


1 Teraination write data 


OUT 


IN 


IN t 


1 T6 


Teraination write gate 


OUT 


IN 


IN 1 


1 » Shu( 


jart 850 series drives only 


»^«*^<Ha»^^ 







Table 2-8 i Shugart 801/851 Drive Configuration 
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1 OPTIOH 


1 , 
1 DESCRIPTION 1 


DRIVE 


DUAL 

DRIVE 1 


SINGLE 1 
DRIVE 1 


1 U9 


IT«r«in«tion« for ■uUipl«x»d 1 
1 inputs 1 


IN 


OUT 


IH 1 


1 SI 


1 Internal vritff current Bvitchl 


X 


X 


X 1 


1 SE 


lExttrntl writ* current •witch 1 


X 


X 


*• 1 

X 1 


1 TR 


ITrue rtady output i 


IH 


IH 


IN 1 


1 RTR 


1 Radial tru* ready «« i 


IN 


IN 


IH 1 


1 2S 


ITvo-sidtd status output* 1 


IN 


IN 


IH 1 


1 DC 


IDisk change option i 


OUT 


OUT 


OUT 1 


1 SI 


ISide select option using 1 


OUT 


OUT 


OUT 1 


1 S2 


ISide select input « | 


IH 


IN 


IH 1 


1 S3 


ISide select option using I 
1 drive select i 


OUT 


OUT 


OUT 1 


1 IB, 2B. 3B, 


4B ISide select option using 1 
1 drive select i 


OUT 


OUT 


OUT 1 


1 D 


1 Alternate input-in-use I 


OUT 


OUT 


OUT 1 


1 HS 


1 Hot or on froa drive select 1 


IN 


IN 


IH 1 


1 HO 


1 Alternate input-eotor-on I 


OUT 


OUT 


OUT 1 


1 HHO 


■Alternate input -sultiplexed t 
1 motor on «« | 


OUT 


OUT 


(JUT 1 


1 HD 


IHotor off delay i 


IN 


IH 


IH 1 


1 R 


1 Ready output i 


IH 


IH 


IH 1 


1 RR 


1 Radial ready | 


IN 


IH 


]:h I 


1 SR 


1 Standard ready ** i 


IN 


IH 


IH 1 


1 HT 


IHodified true ready (outputs 1 
Itrue ready on pin 22) «« I 


OUT 


OUT 


OUT 1 


1 DSl 


1 Drive select 1 i 


IN 


OUT 


IH 1 


1 DS2 


1 Drive select 2 i 


OUT 


IH 


OUT 1 


1 DS3 


1 Drive select 3 i 


OUT 


OUT 


OUT 1 


1 DS4 


1 Drive select 4 | 


OUT 


OUT 


OUT 1 


1 Y 


IDoor lock/activity light 1 
1 activated froa sotor on «« 1 


IH 


IH 


IH 1 


1 Z 


IDoor lock/activity light 1 
•activated froa drive select««l 


OUT 


OUT 


OUT 1 


1 PD 


1 Stepper power dovn I 


OUT 


OUT 


OUT 1 


1 WP 


1 Inhibit vrite when write 1 
1 protected t 


IN 


IH 


IH 1 


1 NP 


i Allow write when write 1 
1 protected i 


OUT 


OUT 


OUT 1 


1 TS 


IData separation option select 1 


OUT 


OUT 


OUT 1 


1 X Don't 


Care « 860 Drive Only *« Available on 


PCB Pin 25249 Only 1 

1 



Table 2-9: Shugart 810/860 Drive Configuration 
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1 




DUAL 


SINGLE 


1 OPTION 


1 DESCRIPTION 


DRIVE 


DRIVE 1 


DRIVE 


1 DSl 


1 Drive select 1 


IH 


OUT 


IN 


1 DS2 


1 Drive eelect 2 


OUT 


IN 


OUT 


1 DS3 


1 Drive select 3 


OUT 


OUT 


OUT 


1 DS4 


1 Drive select 4 


OUT 


OUT 


OUT 


1 A,B 


1 Radial head load 


IN 


IN 


IN 


1 X 


1 Radial head load 


OUT 


OUT 


OUT 


1 Z 


lln use fros drive select 


OUT 


OUT 


OUT 


1 HL 


1 Stepper pover fros head load 


OUT 


OUT 


OUT 


1 R 


t Alternate output ready pad 


IN 


IN 


IN 


1 I 


1 Alternate output index pad 


IN 


IN 


IN 


1 C 


1 Alternate input head load 


IN 


IN 


IN 


1 D 


1 Alternate input-in-use 


OUT 


OUT 


OUT 


1 DC 


1 Alternate output disk change 


OUT 


OUT 


OUT 


1 2S 


•Alternate output 2-sided disk 


IN 


IN 


IN 


1 DS 


1 select 








1 Y 


lln use fron head load 


IN 


IN 


IN 


1 DL 


IDoor lock latch 


OUT 


OUT 


OUT 


1 RR 


1 Radial ready 


IN 


IN 


IN 


1 RI 


1 Radial index 


IN 


IN 


IN 


1 WP 


1 Inhibit write when vrite 
1 protect 


IN 


IN 


IN 


1 HP 


1 Allow write when write 
1 protect 


OUT 


OUT 


OUT 


ID1,D2,D4, 


DDSt Drive address select 


OUT 


OUT 


OUT 


1 B1-B4 


1 Two-sided drive select 


OUT 


OUT 


OUT 


1 SI, S3 


IHead select option 


OUT 


OUT 


OUT 


1 S2 


IHead select option 


IN 


IN 


IN 


1 T40 


ITest track 40 


OUT 


OUT 


OUT 


1 HA 


ITest actuate head load 


OUT 


OUT 


OUT 


14,6.8,10. 


12, 1 Alternate I/O pins 


OUT 


OUT 


OUT 


116.16,24 


1 









Table 2-10: Quae 842 Drive Configuration 
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1 

1 OPTIOH 
1 


1 1 
1 DESCRIPTION 1 


DRIVE 


DUAL 

DRIVE 1 


SINGLE 1 
DRIVE 1 


! DSl 


IDriv» scltct 1 1 


IN 


OUT 


IN 1 


1 DS2 


IDrivs Ml«ct 2 t 


OUT 


IN 


*«1 1 

OUT 1 


1 0S3 


(Drive afflcct 3 i 


OUT 


OUT 


OUT ■ 


1 DS4 


IDriv* ••l«ct 4 1 


OUT 


OUT 


OUT 1 


1 A.B 


1 Radial head load i 


IN 


IN 


IN ■ 


1 X 


1 Radial head load i 


OUT 


OUT 


OUT ■ 


1 Z 


lln ua» froK drive select 1 


OUT 


OUT 


OUT 1 


1 HL 


1 Stepper pover froe head load 1 


OUT 


OUT 


OUT 1 


1 R 


■Alternate output ready pad 1 


IN 


IN 


IN 1 


1 I 


■Alternate output index pad 1 


IN 


IN 


IN 1 


1 C 


■Alternate input head load I 


IN 


IN 


IN 1 


1 D 


■Alternate input-in-uee I 


OUT 


OUT 


OUT 1 


1 DC 


■Alternate output diak change 1 


OUT 


OUT 


OUT ■ 


1 2S 


■Alternate output 2-sided diaki 


IN 


IN 


IN 1 


1 Y 


■In uae fron head load I 


IN 


IN 


IN 1 


1 OL 


■Door lock latch | 


OUT 


OUT 


OUT 1 


1 RR 


■Radial ready | 


IN 


IN 


IN ■ 


1 RI 


■Radial index i 


IN 


IN 


IN 1 


1 WP 

1 


■Inhibit write when write 1 
1 protect 1 


IN 


IN 


IN ■ 


1 NP 

1 


■Allow write when write I 
1 protect 1 


OUT 


OUT 


OUT 1 


l01,D2,D4,DDSIDriv« addrMO stlvct | 


OUT 


OUT 


OUT 1 


1 B1-B4 


■Two-aided drive aelect I 


OUT 


OUT 


OUT ■ 


1 SI. S3 


■Head aelect option i 


OUT 


OUT 


OUT 1 


i S2 


■Head aelect option | 


IN 


IN 


IN 1 


1 T40 


ITeat track 40 | 


OUT 


OUT 


OUT 1 


1 HA 


■Teat actuate head load I 


OUT 


OUT 


OUT 1 


14,6.8,10,12, 


■Alternate I/O pina i 


OUT 


OUT 


OUT 1 


1 16, 18, 24 


1 1 








1 SF 


■Switch filter | 


IN 


IN 


IN 1 


1 SP 


■Stepper power (uaed with HL) 1 


OUT 


OUT 


OUT 1 



Table 2-11; Quae 242 Drive Configuration 
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1 




DUAL 


SINGLE 1 


1 OPTION 


1 DESCRIPTION 


1 DRIVE 


DRIVE 1 


DRIVE 1 


1 DSl 


1 Drive select 1 


1 IN 


OUT 


IN ■ 


1 DS2 


1 Drive select 2 


OUT 


IN 


OUT ■ 


t DS3 


■Drive select 3 


1 OUT 


OUT 


OUT ■ 


1 DS4 


1 Drive select 4 


OUT 


OUT 


OUT ■ 


1 Z 


lln use froa drive select 


OUT 


OUT 


OUT ■ 


1 X 


1 Radial head load 


OUT 


OUT 


OUT 1 


1 R 


■Alternate output ready pad 


■ IN 


IN 


IN 1 


1 I 


■Alternate output index pad 


IN 


IN 


IN ■ 


1 D 


■Alternate input-in-use 


OUT 


OUT 


OUT ■ 


1 DC 


■Alternate output disk change 


OUT 


OUT 


OUT 1 


1 2S 


■Alternate output 2-sided disk « 


IN 


IN 


IN 1 


1 DS 


■Stepper power fros drive 
1 select 


IN 


IN 


IN ■ 


1 DL 


■Diskette lever (optional) 


OUT 


OUT 


OUT ■ 


1 Y 




■ OUT 


OUT 


OUT 1 


1 HL 


■Stepper power from head load 


IN 


IN 


IN 1 


1 C 


■Head load option 


IN 


IN 


IN ■ 


1 RR 


■Radial ready 


IN 


IN 


IN 1 


1 RM 


■Ready Modified 


OUT 


OUT 


OUT ■ 


1 RI 


■Radial index 


IN 


IN 


IN 1 


1 WP 


■Inhibit write when write 
■protected 


IN 


IN 


IN 1 


f NP 


■Allow write when write 
■protected 


OUT 


OUT 


OUT 1 


1 B1-B4 


■Side select option using 
■drive select « 


OUT 


OUT 


OUT 1 


1 SI 


■Head select option 


OUT 


OUT 


OUT ■ 


1 S2 


■Head select option 


IN 


IN 


IN 1 


1 S3 


■Head select option 


OUT 


OUT 


OUT ■ 


1 HI 


1 Spindle sotor option 


IN 


IN 


IN 1 


1 H2 


1 Spindle motor option 


OUT 


OUT 


OUT ■ 


1 HC1-MC4 


■Motor control select 


OUT 


OUT 


OUT 1 


1 * TH 


848-2 Only 









Table 2-12 Tandon TH848-1/848-2 Drive Configuration 
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2.2.1. 



fct-f ....iig.#t..^.*'y_»i|^ 



The controller provide, four r.di.l drive .elect .ignila. Etch drive 
lust be configured to one of the .ppropri.te drive .elect .ign.l.. 
Drive .elect 1 and drive .elect 2 (DS1/DS2) ere ■•.ociated with the 
primary register .et (177170(8)) while drive .elect 3 and drive 
TniTliVn^^^^^^^ *" MBociated with the .econdary regirter .et 

Upon initiation of a function the controller select, the appropriate 
drive, performs the operation and after ten revolutions of inactivity 
deselects the drive. ' 



2.2.2. 

A separate head load signal is provided to prolong media life. The 
read/write heads are only loaded on the media during read/write 
operations. All other operations are completed with the heads in the 
unloaded position. 

Because step positioning can take place with the heads unloaded, the 
drive must be configured to provide stepper power independent of head 
loading. 



2.2.3. Hotor Control 

The controller has been configured for ease of use with the newer DC 
motor drives. A motor on signal is provided and is activated by the 
controller upon the initiation of any function. Before the drive is 
used for read/write operations, a motor delay timer insures the drive 
IS up to speed. After ten revolutions of inactivity, the signal is 
deselected, prolonging the life of the drive. 

The motor on delay timer has been configured to operate with drives 
jumpered with motor on as a function of drive select. When a drive is 
selected the motor on signal is set. If the motor on signal was 
previously set the drive ready status is immediately interrogated and 
If valid, the function is initiated. If the drive is not ready a motor 
on delay is issued after which the drive ready status is again 
interrogated. A valid ready status initiates the function while a not 
ready status results in a error being reported and the operation 
aborted. 

2.3. CABLING 

A 50-conductor ribbon cable connect, to any Shugart compatible 
drive(s). If the optional cable is purchased with the controller, 
connect the socket connector to the 50-pin header located at the edge 
of the controller board. Observe the alignment of pin 1 of the socket 
connector and header as indicated by the arrows shown in Figure 2-2. 
The two 50-pin connectors should be connected to the corresponding 
drives, again observing the location of pin 1. If the optional cable 

20 



i» purchaMd fro« an ind»p«nd«nt .ourc., th» following li«t of 
■•t.ri«l« (or •quiv.l.nt) will h.lp in th« construction of th. r#quirtd 



gn. 



DESCRIPTIOH 



JFSL 



1 •! 50 pin •ocket connector 3M 

2 •• 50 pin vdge connector 3H 
A/R 50 conductor ribbon cablt 3H 

Pin 1 



HUMBER 



3425-3000 
3415-0001 
3365/50 



■I I 1 I— -I I— -I I 

II II II II 
II II II II 

•I I 1 I I I I I 



Ribbon cable \ 
(50 conductor) \ 



Card edge 
connector 
(50 pin) 



/\ \ 

/ \ \ 

/ \ / \ 

/ \ / \ 

/ \/ \ 

/ Pin 1 / / 

/ \ / 
/ \ / Socket 

/ \/\ connector 

/ / (50 pin) 

/ Component Side / 
/ / 

/ MXV22 / 
\ / 

\ B / 

\ / 

\/\ / 
/ / 
\ A / 
\ / 
\ / 
\ / 
\/ 
Figure 2-2: Drive/Controller Cabling 

The connector pins illustrated in Figure 2-3 are compatible with both 
the Shugart 800 series and 850 series drives. Any drive that has both 
a Shugart compatible interface and connector should function properly 
with the controller. 
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— I 1 I 2 I > TG 43 

— I 3 I 4 I- >MOTOR ON 

— I 5 16 1 

•--I 7 18 1 

■—I 9 110 l< TWO SIDED 

— 111 112 I 

— 113 114 I- >SIDE SELECT 

--I15 116 I 

— 117 118 I > HEAD LOAD 

— 119 120 l< IHDEX 

— 121 122 l< READY 

--I23 124 I 

— 125 126 I > DRIYE SELECT 1 

— 127 128 I >DPIV6 S6;,ECT 2 

— 129 130 I > DRIVE SELECT 3 

— 131 132 I > DRIVE SELECT 4 

— 133 134 I > DIRE CTI0H 

— 135 136 I- > STEP 

— 137 138 I > WRITE DATA 

— 139 140 I- > WRITE GAT E 

— 141 142 l< TRACK 00 

— 143 144 l< WRITE PROT ECT 

— 145 146 l< READ DATA 

— 147 148 I 

— 149 150 I 



Figur* 2-3: Connvctor Pin Definitions 



2.4. CQHTRQLLER IHgBky^Igl 

The controller can be inserted end vill function in any LSI-11 bua 
slot provided that both interrupt and DHA continuity are maintained. 
Since these signals are daisy chained through the bus slots, no unused 
slots between the LSI-11 processor and the floppy controller nay exist. 
Determine the order that the priority chain follows by consulting the 
documentation supplied with the LSI-11 system. Note that when two 
interrupts of the same priority level are asserted, the closer a device 
is located to the processor, the higher its priority. 



2.5. INITIAL QPERATIQH AND C HECKOUT 

Before the following procedures are done and for purposes of checkout, 
verify that the controller has been configured with two drives as 
described in Sections 2. 1 - 2. 4. 

NOTE 

The bootstrap must be disabled for the following 
procedures. 
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1. Apply povvr to the drive(s). 

2. Place the Run/Halt switch on the processor to the Halt position 
and turn on the processor. An *9' character should be printed 
on the terminal signifying that console ODT has been entered. 
Both drives (first drive 1, then drive 0) vill step the heads 
invard 2-tracks, then step the heads outvard until the hone 
signal is detected. The heads will not load. If the above 
events do not occur, check the cabling and drive power 
supplies. 

3. Place a Preformatted scratch diskette in drive 0. 

4. If the standard address assignnent is selected, open the CS 
register using ODT by typing 177170/ on the terminal. The 
processor will display the contents of the CS register. If the 
controller is operating properly a 004040(8) should be printed. 
Deposit a 40000(8) in the CS register by typing 40000 <CR>. 
This command will initialize the controller. Both drives 
should calibrate for home position. First, drive 1 steps 
inward 2 tracks then outward one track at a time until the 
drive indicates track has been reached. The procedure is 
repeated on drive 0. After both drives are calibrated, the 
head on drive is loaded. Sector 1 of track 1 on drive is 
read into the controller buffer. This operation is indicated 
by the in'*use LED on the drive indicating the head load 
operation. The LCD will remain on for a short time after the 
read operation is complete. 

If, after initializing, the drives do not calibrate or the LED 
is not activated, check the cabling and power supplies. 

5. Reopen the CS register (location 177170(8)) using ODT as 
described above. The contents of this location should be 
004040(8). Examining the next location 177172(8) by using the 
line feed key or typing in 177172/ should yield either a 
204(8), 244(8), 206(8) or 246(8). For a detailed description 
of the register protocol and bit definition, refer to 
Section 3. 

6. If the above procedures function as described, the controller 
is ready for use. Either diagnostics or an operating system 
can be booted. For details on bootstrapping refer to 
Section 4. 

7. If the above procedures cannot be validated, consult the 
factory or your local representative for assistance. 
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Section 3 
Functional Description 



3. GENERAL 

Thia section describes device registers and command protocol for the 
MXV22. 

All software control of the HXV22 is performed by means of two sets of 
two device registers: the command and status (MXVCS) register and a 
multipurpose data buffer (MXVDB) register. These registers are 
assigned the bus address 177170(8) and 177172(8), respectively, for the 
primary register set and 177174(8) and 177176(8), respectively, for the 
secondary register set. The registers can be read or loaded, with a 
few exceptions, using any instruction referring to their addresses. 

The HXVCS register passes control information from the CPU to the 
controller and reports status and error information from the controller 
to the CPU. The HXVDB is provided for additional control and status 
information between the CPU and the controller. The information that 
is present in the HXVDB at any given time is a function of the 
controller operation in progress. 

The controller contains a sector buffer capable of storing a complete 
sector. For read/write operations the buffer is either "filled* before 
a write command or 'emptied- after a read command under DHA control. 
During a write command the controller locates the desired sector and 
the buffer information is transferred to the diskette. During a read 
operation the desired sector is located and the sector data are 
transferred to the buffer. 



3.1. REGISTER DEFINITIOHS 

3-i-i' HXVCS - Command and Status Regis ter (177170(8) or 177174(8)) 

The format of the MXVCS register is shown below. Functions are 
initiated by loading the command and status (CS) register, when not 
busy (bit 5=1), with bit 0=1. Command protocol is discussed in 
detail in section 3. 2. 

25 
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I ERR 



14 13 12 |11 10 9 

IHTIEXT ADD RX 122 IHD 
I ll02 lEBLISELi 



L!...!. 



I|DEHITR IIHT 
I lEHB 






1 



1 



'N lUMTI FUNCTIOH I GO I 



ISELI 



I I 



15 ERRORS Thi« bit is Mt by th# controll«r to indicate that 
«n tfrror has occurred during an attaapt to axecuta a 
command. Thia bit is cleared by the initiation of a n«v 
command or by setting the initialize bit. When an error is 
detected the HXVES is read into the MXVDB. This bit is a 
read-only bit. 

14 HXV22 INITIALIZE! This bit is set by the program to 
initialize the controller without initializing all the 
devices on the LSI-11 bus. This is a write-only bit. 

CAUTION 
Loading the lower byte of the KXVCS will 
also load the upper byte of the HXVCS. 

When this bit is set, the controller will negate Done and 
move the head position mechanism of drive 1 (if two drives 
are available) to track 0. When completed, the controller 
will repeat the operation on drive 0. 

The controller will then clear the error and status 
register, set Initialize Done, and set Drive Ready if drive 
is ready. Finally, the controller will read sector 1, 
track 1, of drive 0. 

13-12 EXTENDED ADDRESS BITS: These bits are used to specify an 
extended bus address. Bit 12 = HA16. Bit 13 = MA17. 
These are write-only bits. 

11 RX025 This bit is asserted by the controller to indicate 
that this is an RX02 type system. This is a read-only bit. 

10 22 BIT ADDRESSING ENABLED: This bit is normally read as a 
zero. If 22 bit addressing is enabled and fill/empty 
buffer or read error code commands are initiated this bit 
will be set along with transfer ready (TR). 

09 HEAD SELECT: This bit selects one of the two possible 
sides of the disk for execution of the desired function. 
When cleared, side is selected, when set, side 1 is 
selected. This is a read/write bit. 

08 DENSITY SELECT: This bit selects either single or double 
density operation. When cleared, single density is 
selected; when set, double density is selected. This is a 
read/write bit. 
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07 TRANSFER REQUEST: Thi. bit .ignifi.. th.t th« controll.r 
nMda data or haa data availabla. ThU i« « raad-only bit. 

06 INTERRUPT ENABLE: Thi. bit ia a«t by tha prograa to anabia 
an intarrupt whan tha controllar haa coaplatad an oparation 
and aaaartad tha Dona bit. Tha condition of thia bit ia 
claarad by initializa. Thia ia a raad/writa bit. 

05 DONE: Thia bit indicataa tha coaplation of a function. 
Dona vill ganerata an intarrupt vhan aaaartad if intarrupt 
anabia (HXVCS bit 6) ia aat. Thia ia a raad-only bit. 

04 UNIT SELECT: Thia bit aelecta ona of tha two poaaible 
diaka for axacution of tha daairad function. Thia is a 
raad/vrite bit. 

03-01 FUNCTION SELECT: Thaae bita coda ona of tha aight poaaible 
function, deacribad in datail within thia aaction. Thaae 
are write-only bits. 

000 Fill Buffer 

001 Empty Buffer 
010 Write Sector 
Oil Read Sector 

100 Set Media Denaity/Format 

101 Read Status 

110 Write Deleted Data Sector 

111 Read Error Code 

00 GO; Initiates a command < write-only bit). 
3- 1-2. MXVDB - Data Buffer (177172(8) or 177176(5)) 

This register serves as a general purpose data path between the 
controller and the LSI-11. It will rapraaant ona of aaven regiatara 
according to the protocol of the function in procaaa. Thaae regiatara 
include the KXVDB, HXVTA. MXVSA, BXVWC, MXVBA, BXVBAE and MXVES. 

Thia register is a read/write register if the controller is not in the 
process of executing a command (i.e., it aay be manipulated without 
affecting the controller). When the controller is executing a command, 
the register can only be accessed when BXVCS bit 7 (TR) is set. 
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All information transftrrvd to and fron the floppy nedia passes through 
the HXVDB register and is addressable only under the protocol of the 
function in progress. 



15 
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13 


12 


11 
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1 





1 1 1 1 1 1 1 1 1 1 1 1 1 t 1 1 
1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 


\ - --\/ 



READ/WRITE DATA 

HXVDB FORHAT 

Track Address Registe r (MXVTA) 

This register is loaded to indicate on which of the 115(8) (77 decimal) 
tracks a given function is to operate. It can be addressed only under 
the protocol of the function in progress. Bits 8 through 15 are not 
used and are ignored. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 

I///I///I///I///I///I///I///I///I I I I I I I 1 I 
I///I///I///I///I///I///I///I///I I I I I i I I 1 

\ \/ — — /\ \/ / 

NOT USED 0-114(8) 

MXVTA FORMAT 

Sector A ddress Registtr (MXV SA) 

This register is loaded to indicate on vhich of the 32(8) (2G decimal) 
sectors a given function is to operate. It can be addressed only under 
the protocol of the function in progress. Bits 8 through 15 are not 
used and are ignored. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 

l///l///l///l///l///l///l///t///l I I I ! I I I I 

\ \/ /\ \/ / 

HOT USED 1-32(8) 

MXVSA FORMAT 
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Thi« regi«t»r is loaded with th« nuBb*r of word* (aaxiaua of 128 
d»ci««l) to be tr«n«f»rr»d. At th» end of tach tr«n«ftr th# word count 
register ia d«cr*Mnttd. Wh«n the contents of the register ire 
decrewented to zero transfers are terminated ; Done is set (MXVCS bit 
5)s and, if enabled, an interrupt is requested. If the word count is 
greater than the lisit for the density specified, the controller 
asserts a Word Count Overflow (bit 10 of the MXVES). This register can 
be addressed only under the protocol of the function in progress. Bits 
8 through 15 are not used and are ignored. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 

I///I///I///I///I///I///I///I///I I I I I I I I I 

'^ \/-- — /\ \/ / 

NOT USED 0-200(8) 

MXVWC FORMAT 

Bus Addres s Register (MXVBA) 

This register is used to generate the bus address which specifies the 
location to and fros which data are to be transferred. The register is 
incremented after each transfer. It will increment across 32K boundary 
lines via the extended address bits in the control and status register 
and the bus address extension register. Systems with only 16 address 
bite will -wrap around" to location zero when the extended address 
bits are incremented. This register can be addressed only under the 
protocol of the function in progress. Bit is not used and is 
ignored. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 

"' I I I I I I I I I I I I I I///I 
'' I I I I I I I I I I I I I I///I 



HXVBA FORMAT 



Bus Addr?gff gxttnsion Register (MXVBAE) 

This register contains the extended address bits (A18-A21) when 22 bit 
addressing is enabled. Bits 4 thru 15 are not used and are ignored. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 

I///I///I///I///I///I///I///I///I///I///I///I///IA21IA20IA19IA18I 
l///l///l///l///|///|///|///t///|///l///l///l///l I I I I 



KXVBAE FORMAT 
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Error and Status Bfgiff r <HXV^g) 

This rvgistcr contain* the currant error and atatua conditiona of tha 
driva aalactad by bit 4 (Unit Salact) of tha MXVCS. Thia raad-only 
ragiatar can ba addraaaad only undar the protocol of the function in 
progreas. The HXVES is loaded in the HXVDB upon coapletion of a 
function. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 

I///I///I///I///IHXMIWC IHD lUHTIDRVIDD IDRVIDEHIAC IID ISIDICRCI 
I///I///I///I///I lOVFlSELISELlRDYl IDENIERRILO I IRDYI I 

HOT USED 

MXYES FORMAT 



15-12 Hot Used. 

11 HOHEXISTEHT MEMORY ERROR: Thia bit ia assarted by the 
controller when the aemory addreas apccified for a DMA 
operation ia nonexistent. 

10 WORD COUHT OVERFLOW: This bit indicates that the word count 
specified is greater than the liait for the density selected. 
Upon detecting this error the controller terminates the fill or 
empty buffer operation and asserts the Error and Done bita. 

09 HEAD SELECT: This bit indicates the side currently aelected. 
If cleared, it indicates drive 0; if set. it indicates side 1. 

08 UNIT SELECT: This bit indicates the drive currently selected. 
If cleared, it indicates drive 0; if set, it indicates drive 1. 

07 DRIVE READY: This bit is asserted if the unit currently 
selected exists, is properly supplied vith pover, has a 
diskette installed correctly, has its door closed, and has a 
diskette up to speed. This bit is only valid when retrieved 
via a read atatus function or at the completion of initialize 
when it indicates the statua of drive 0. 

06 DELETED DATA: During data recovery, the identification mark 
preceding the data field was decoded as a deleted data mark. 

05 DRIVE DEHSITY: The bit indicates the density of the diskette 
in the selected drive. When zero, it indicates single density: 
when set to one, it indicates double density. 

04 DENSITY ERROR: A density error was detected as the information 
was retrieved from the data field of the diskette (a density 
error occurs when the density selected differs from that of the 
data field). Upon detecting this error the controller loads 
the HXVES into the MXVDB and asserts the Error and Done bits. 
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03 ACLOi S«t by th» controll.r to indict, a povtr f.ilur.. 

02 INITIALIZE DONE; Thi. bit i. ....rt.d to indict. co»pl.tion 
of the initialize routine, which en be cused by eyetee pover 
failure or programmable LSI-11 bus initialize. 

01 SIDE READY: Thi. bit i. a..erted by the controU.r wh.n a 

double-.id.d drive i. .el.ct.d, i. r.ady, and ha. doubl.-«id.d 

media inserted. The assertion of this bit indictes that side 

1 of the selected driv. is available for read and write 
operations. 

00 CRC ERROR: A cyclic redundancy check .rror vas detected as 
information vas retrieved from a data field of the diskette. 
The information stored in the buffer should be considered 
invalid. Upon detection of this error the controller loads the 
BXVES into the MXVDB and asserts the Error and Done bits. 

3'1'3. Extended Status Registers 

The controller has four internal status registers. These registers 
provide specific error information in the form of error codes as well 
as drive status information depending upon the general error type. The 
registers can be retrieved by a read error code function as described 
in Section 3.2. 8. 

Word 1 <7:0> - Definitive Error Code 

Octal Code Error Code Weaning 

040 Tried to access a track gr.at.r than 76. 

050 Home vas found before desirsd track was reachsd. 



070 



Desir.d ssctor could not b. found aft.r looking at 52 
headers (2 revolutions). 



120 A preamble could not b. found. 

150 Th. h.ad.r track addr.ss of a good hsad.r do.s not compare 
with the de.ired track. 

160 Too many tri.s for an IDAK (id.ntifies header). 

170 Data AM not found in allotted time. 

200 CRC .rror on r.ading th. ssctor from th. disk. 

240 D.nsity Error 

250 Wrong K.y word for S.t H.dia D.nsity Command 

260 IlLgal Data AH 

270 Invalid POK during writ, ssqu.nc. 
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300 Drivt not ready. 

310 Drive vrlt* prot«ct*d. 

Word 1 <15!8> - Not U«e d 

Thie register is alva/s cleared by the controller. 

Word 2 <7;0> - Current Track Address of prive 

This register is cleared during the initialize cossand in order to 
synchronize vith actual track position. The register is updated vith 
each seek on drive and Maintains current track position. 

Word 2 <15i8> - Current Track Address of Drive 1 

This register is cleared during the initialize comand in order to 
synchronize vith actual track position. The register is updated vith 
each seek on drive 1 and Maintains current track position. 

Word 3 <7;0> - Target Track of Current Disk Access 

If legal, the track specified for the last read/vrite coMmand is saved 
in this register. 

Word 3 <15!8> - Targe t Sect or of Current Disk Acce ss 

The sector specified for the last read/vrite command is saved in this 
register. 

Word 4 <15!e> - Track Address of Selected Drivf 

This register contains the track address read fron the sector header of 
the desired sector during the last read/vrite coMMand. 



3.2. COWHAND PROTOCOL 

Data storage and recovery using the HXV22 controller is acconplished by 
careful Manipulation of the HXVCS and HXVDB registers according to the 
strict protocol of the individual functions. The penalty for violation 
of protocol can be permanent loss of data. Each of the functions are 
encoded and vritten into the command and status register bits 1-3 as 
described in Section 3.1.1. The detailed protocol for each function is 
described belov. 



3.2.1. Fill Buffer (000) 

This function is used to fill the controller buffer vith data from the 
host processor. The nusber of vords to transfer is specified by the 
host. The command density bit determines the buffer size (64 or 128 
words). The controller zero-fills the remaining buffer space. If the 
word count is too large for the density selected, the function is 
aborted, Error and Done are asserted and the Word Count Overflow bit is 
set in the BXVES. 
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The content* of the buffer »«y be written on the diskette with a 
•ubeequent write •ector connand or returned to the host processor usina 
an empty buffer command. 

When the command is loaded, BXVCS bit 5 (Done) is negated. HXVCS bit 6 
(density) must be set to define the buffer size. HXVCS bits 12 and 13 
(extended address bits A16 and A17) must also be asserted to define the 
extended memory segment used with the buffer address, yet to be 
specified, to form the absolute memory address of the data to be 
transferred. KXVCS bit 4 (unit select) and bit 9 (head select) are 
ignored since no drive operation is required. When MXVCS bit 7 (TR) is 
first asserted, the program must move the word count into the HXVDB 
which will negate TR. 

When the controller again asserts TR, the program must move the buffer 
address into the MXVDB. If 22 bit addressing is enabled, MXVCS bit 10 
(22 EBL) is set, the controller again asserts TR and the program can 
move the extended address bits (A18-A21) into the HXVDB. If nothing is 
moved into the MXVDB (BAE REG) within a timeout period the controller 
assumes zeroes defaulting to 18 bit addressing mode. The controller 
then negates TR, initiates a DMA cycle, and transfers the first word 
from the host processor to the controller buffer. At the end of the 
transfer the word count register is decremented and the buffer address 
is incremented by two. This cycle is repeated until the word count 
register becomes zero. The controller zero-fills the remaining buffer 
space, sets the Done bit, and if enabled, causes an interrupt request. 
After Done is asserted the HXVES is moved into the MXVDB. 

During the Data Transaction, if any non-existent memory is addressed, 
the controller will time out and abort the function. The Error and 
Done bits will be asserted. MXVES bit 11 (NXH) will be set and the 
WXVES will be moved into the MXVDB j if enabled, an interrupt request 
will be generated. 



3.2.2. Empty Buffer (0(31) 

This function is used to transfer the contents of the controller to the 
host processor. The number of words to transfer is specified by the 
host. The command density bit determines the maximum legal word count. 
If the word count specified is too large for the density selected the 
function is aborted. Error and Done are asserted and the Word Count 
Overflow bit is set in the MXVES. 

The contents of the buffer may be transfered to the host as many times 
as desired or may be written on the diskette with a subsequent write 
sector command. Unless a fill buffer or read sector command is issued, 
the controller buffer is not destroyed. 

When the command is loaded, MXVCS bit 5 (Done) is negated, HXVCS bit 8 
(density) must be set to allow the proper word count limit. MXVCS bits 
12 and 13 (extended address bits A16 and A17) must also be asserted to 
define the extended memory segment used with the buffer address, yet to 
be specified, to form the absolute memory destination address. MXVCS 
bit 4 (unit select) and bit 9 (head select) are ignored since no drive 
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operation is rtquirvd. Vhen HXVCS bit 7 (TR> is first ••••rt«d th« 
progra* aust aov* th« vord count into tht HXVDB vhich vill nagit* TR. 
When the controller again asserts TR the program must move the buffer 
address into the HXVDB. If 22 bit addressing is enabled, HXVCS bit 10 
(22 EEL) is set, the controller again asserts TR and the program can 
move the extended address bits (A18-A21) into the HXVDB. If nothing is 
moved into the HXVDB (BAE REG) within a timeout period the controller 
assumes zeroes defaulting to 18 bit addressing mode. The controller 
then negates TR, initiates a DHA, and transfers the first vord of the 
buffer to the host processor. At the end of the transfer, the vord 
count register is decremented and the buffer address register is 
incremented by tvo. This cycle is repeated until the vord count 
register becomes zero. The controller then sets the Done bit and if 
enabled causes an interrupt request. After Done is asserted the HXVES 
is moved into the HXVDB. 

During the DHA transaction, if any non-existent memory is addressed, 
the controller vill time out and abort the function. The Error and 
Done bits vill be asserted. HXVES bit 11 (NXH) vill be set and the 
HXVES vill be moved into the HXVDB. If enabled, an interrupt request 
vill be generated. 

3-2.3. Write Sector (010) 

This function is used to locate a desired track and sector and vrite 
the sector vith the contents of the internal sector buffer. When the 
HXVCS is loaded vith this command, the HXVES is cleared and both the TR 
and Done bits are negated. When TR is first asserted the program must 
load the desired sector address into the HXVDB vhich vill negate TR. 
When TR is again asserted the program must load the desired track 
address into the HXVDB vhich vill negate TR. The controller then seeks 
the desired track and attempts to locate the desired sector. The 
desired track is compared vith the track field of the sector header. 
If they do not match the operation is aborted, the Error and Done bits 
are asserted, the HXVES is moved into the HXVDB, and if enabled the 
controller vill assert an interrupt request. 

A data address mark is read to determine the diskette density. If the 
densities of the function and the diskette do not agree, the controller 
vill abort the operation, assert the Error and Done bits and set HXVES 
bit 4 (Density Error) and load the HXVES into the HXVDB. If enabled, an 
interrupt request vill be generated. 

If the densities agree but the controller is unable to locate the 
desired sector vithin tvo diskette revolutions, the controller vill 
abort the operation, move the contents of HXVES into HXVDB, assert the 
Error and Done bits, and if enabled, assert an interrupt request. 

If the desired track and sector are located and the densities agree, 
the controller vill vrite the contents of the internal sector buffer 
folloved by a CRC character, all in the function selected density. The 
controller completes the operation by moving the HXVES to the HXVDB, 
asserts Done, and if enabled, asserts an interrupt request. 
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omim 

The content, of the internal .ector buffer are 
loet during a power failure. However, after 
power i. brought back to normal, a write «ector 
cominand will cause the random content, of the 
buffer to be written on the diskette with a valid 
CRC character. 

NOT 



The contents of the sector buffer are not 
destroyed by a write sector operation. 

3-2. 4. Read Sector (Oil) 

transfer the contents of the data field into the controller's internal 

ILlrtlnt J ,•""* ^"""^ ^^*^ *^* negated. When TR is first 

iJvnn H- I '•T?^^*" ""** ^°*^ ***^ '^'^•^^•^ «ect°^ address into the 
fn S .K^';*" *'^i "*^*** '^^' ^^^"^ " " •9"'^ asserted the projram must 
load the desired track address into the HXVDB which will negat.Tj. 

Both the TR and Done bits remain negated while the controller attempts 
to locate the desired sector. If after two revolutions the controller 
18 unable to locate the desired sector, the operation is aborteS T^e 

Don/hiJ'' *i'^ ™°'!, *'• "^^^^ '""'^ *^^ «^^^«' ""^* the Error and 
Done bits, and if enabled, assert an interrupt request. 

Jh!" H«^ "^J^^'f T*""" '^ ^°°***<i' the controller will then compare 
do not match, the operation is aborted. The Error and Done bits are 

control'?' '^* r^'^'^^ " '"°"'' '"*° *^* "^^^S- •"<* i' •n'bleJ, the 
controller asserts an interrupt request. 

If a legal data address mark is located and the densities of the 
diskette and function agree, the controller will read the data from the 
sector into the internal buffer. If the data address mark iJSicaJJd I 
deleted data field. BXVES bit 6 (DD) is set. As data are stored in th^ 
ronornfi f*""' * ^^^ " computed on the data and the CRC bytes 
recorded. A non-zero result indicates a read error. When a CRC error 
infr^°Kr*;jv;o*^* controller sets MXVES bit (CRC), moves the KXVES 
into the KXVDB. asserts the Error and Done bits, and if enabled, 
asserts an interrupt request. »««ox«a. 

If the desired sector is located, the density of the diskette and 
function agree, and the data are transferred with no CRC error, the 
controller will assert Done, and if enabled, will assert an interrupt 
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3.2.3. 



iliLUSQl 



This function is dual purpo««. Th« controller c«n Mt th« rnvdia 
density by revnting ill the d«t« address Marks (single or double 
density) and writing zero data fields in the selected density. The 
controller can also "reforest ■ the entire diskette by rewriting both 
the sector headers and the data fields. The data fields are written in 
the selected density preceded by the corresponding data address aark. 
Both commands are initiated by the set media function but differ in the 
keyword required by the controller to execute the command. 
When the HXVCS ia loaded with the command, the HXVCS is cleared and the 
Done bit is negated. When TR is set. the program must respond with a 
keyword. This keyword must be deposited in the MXVDB to complete the 
protocol. When the controller recognizes this character, it begins 
executing the command. If an illegal keyword is used, the operation is 
aborted. The MXVES is moved into the MXVDB, the Error and Done bits 
are set, and if enabled, the controller asserts an interrupt request. 

If the keyword used is a 111(8), the controller initiates a set media 
density operation. This operation starts at track 0, sector 1. Each 
sector header is located and a write operation is initiated. A data 
field is written with zero data in the density selected. If an error 
occurs reading any header, the operation is aborted. The HXVES is 
moved into the HXVDB, the Error and Done bits are set, and if enabled, 
the controller asserts and interrupt request. If the operation is 
successfully completed, Done is set and if enabled, the controller 
asserts an interrupt request. 

If the keyword used is a 222(8), the controller initiates a format 
operation. This function starts at the physical index of track 0. 
Each track is written first with an index address mark, then 26 sector 
headers are written sequentially about the track. When each track has 
been written, the controller initiates a set media density function as 
described above. 

The following input string will format the selected unit, in the 
desired density. 



777170/ 
177172/ 


4040 
000000 


XXXX 

222_ 

CAUTION 


<LF> 

<CR> 



The set media density function takes about 15 
seconds end the format function takes about 45 
seconds. Keither should be interrupted. If 
either operation is interrupted, an illegal 
diskette has been generated, and the operation 
should be repeated. If an error occurs during a 
set media density function or a format function, 
an illegal diskette has been generated. The 
operation should be repeated. 
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3.2.6. RMd Statu. (IQl) 

This function is ustd to updits th» driv* status inforsation and is 
initiated by loading ths cosMnd into the HXVCS. The Done bit is 
negated. BXVES bit 7 (Drive Ready) is updated by sampling the drive 
ready status line. Drive density is updated by loading the head of 

the selected drive and reading the first data address sark. The 
controller then moves the MXVES into the HXVDB, asserts Done, and if 
enabled, asserts an interrupt request. This operation requires about 
250nis to complete. 

itaiE. 

If double-sided media are mounted in a 
double-sided drive, HXVES bit 1 (side ready is 
set). 



3.2.7. Write Deleted Data Sector (110) 

This operation is identical to Write Sector (010) with one exception. 
The data address mark preceding the data is not the standard data 
address mark. A single or double density deleted data address mark is 
written according to the density of the function. 

3.2.8. Read Error Code (111) 

This function is used to retrieve the extended status registers and is 
initiated by loading the HXVCS with the command. The Done bit is 
negated. When TR is asserted, the program must load the Bus Address 
into the HXVDB. If 22 bit addressing is enabled, MXVCS bit 10 (22 EBL) 
is set, the controller again asserts TR and the program can move the 
extended address bits (A18-A21) into the MXYDB. If nothing is moved 
into the HXVDB (BAE REG) within a timeout period the controller assumes 
zeroes defaulting to 18 bit addressing mode. The controller then 
negates TR and assembles one word at a time and, under DHA control, 
transfers then to memory starting at the address specified. 

If non-existent memory is encountered during the transfer, the 
operation is aborted. The Error and Done bits will be asserted, HXVES 
bit 11 (NXH) will be set, and the HXVES will be moved into the HXVDB. 
If enabled, an interrupt request will be generated. 

When all four words have been transferred the Done bit is set and if 
enabled, an interrupt request is generated. 
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Section 4 
Controller Operations 



4. BEHERAL 

This section provicjea the ueer pertinent information concerning the 
description and use of the controller functions. The functions covered 
include: bootstrapping, formatting, fill/write operations, read/empty 
operations, write current control, write preconpensation, and power 
fail protection. 



4.1. BOOTSTRAPPING THE CONTROLLER 

If the bootstrap is enabled as described in Section 2.1.3, the 
controller will respond to the standard bootstrap address 173000(8). 
The controller is bootstrapped by typing 773000G while in console ODT. 
This causes a bus INIT and transfers program execution to location 
173000(8), An alternate method is to strap the LSI-11 processor to 
power up Hode 2. In this mode, when a power up occurs, the processor 
automatically starts execution at 173000(8). Power-up strapping 
procedures for the LSI-11 processor can be found in the Microcomputer 
Processors Handbook. » 

To boot either a single or double density diskette use the following 
procedure: 

1. Place the diskette in drive 0. 

2. If the processor is strapped for power-up Mode 2, 
operate the INIT (boot) switch or cycle DC power OFF 
and ON. 

3. If the processor is not strapped for power up Mode 2 
while in console ODT, type 7730006. 



•Published by Digital Equipment Corporation. Maynard, Mass., 1979. 
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4. 1. 1. Boot«tr«p Qpfyft^or^ 

The bootstrap is not a standard ROM program. It uses the controller's 

microprocessor to capture the bus; to read block of the diskette into 

memory starting at location 0; and finally to transfer program 
execution to memory location 0. 

Any attempt to read location 173000(8) will result in a non-existent 
memory trap. The controller only responds to this address immediately 
after a bus INIT. For this reason the bootstrap is called 
"transparent". When the processor attempts to fetch location 173000(8) 
fol loving a bus IHIT, the controller responds by passing the processor 
a "CLEAR RO' instruction. The processor clears RO and then attempts to 
fetch location 173002(8). The controller passes the processor a 'LOAD 
IHHEDIATE' instruction vith Rl as the destination. The processor then 
attempts to fetch the source operand from location 173004(8). The 
controller passes the the device address 177170(8) if the standard 
address is selected. The processor moves the address into Rl and then 
attempts to fetch location 173006(8). The controller first asserts a 
Direct Memory Access Request (DHR) then passes the processor a 'CLEAR 
PC instruction. Before the processor executes the instruction it 
passes bus mastership to the controller. The controller moves a 
"BRANCH TO CURRENT LOCATION' instruction (777(8)) into memory location 
under DMA control. When the controller releases bus mastership the 
processor executes the "CLEAR PC" instruction and, in so doing, 
transfers program execution to location 0. The processor is thus 
forced to loop at location 0. The controller initiates a Read Status 
function on drive to determine diskette density. If the diskette is 
single density the controller reads sectors 1,3,5, and 7 of track 1 of 
drive into locations 2 through 176, 200 through 376, 400 through 576, 
and 600 through 776 respectively. If the diskette is double density 
the controller reads sectors 1 and 3 of track 1 of drive into 
locations 2 through 376, and 400 through 776 respectively. Finally, 
the controller DHA's location with a HOP instruction (240(8)) 
allowing the processor to execute the system bootstrap. If there is no 
diskette in drive nothing will be transferred to memory and the 
processor will continue to loop at location until halted. 



4.2. FORMAT OPERATIOHS 

The controller has the capability of formatting diskettes in a 
specified density. The formatting is accomplished in two passes. 
During pass 1, an index address mark is written on track following 
the index hole. Twenty-six sector headers, appropriately spaced, are 
written following the index address. Each of the remaining 76 tracks 
is written in the same manner. When track 76 is completed, pass 2 is 
initiated. The controller seeks track and write a zero data field in 
sector 1 using the selected density. The remaining sectors are written 
in the same manner. 
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hir^fnT* °°?"'''J !f^*?*' '^i'*^**** d»n«ity. unit and aid* (for dual 
haadad drivaa). Tabla 4-1 li«t. tha varioua coaaand word loraata. 



I 



Unit 



I Single Danaity Side 

I Single Denaity Side 1 

I Double Denaity Side 

I Double Denaity Side 1 



11<8) 

1011(8) 

411(8) 

1411(8) 



Unit 1 



31(8) 

1031(8) 

431(8) 

1431(8) 



Table 4-1 s Coaaand Word Foraata 

Figure 4-1 illuatratea a format aubroutine. The foraat coaaand ia 
loaded into MXVCS. When TR is aet, the keyword 222(8) is loaded into 
HXVDB. When the diskette has been formatted a return ia aade. 



FORMAT: 



WOV #11, CMD 

BIS DENS, CHD 

BIS UNIT, CHD 

BIS SIDE, CMD 

BOV CMD, e#MXVCS 

JSR PC, TRWAIT 

MOV #222, «#MXVDB 

JSR PC, DHWAIT 

TST e#MXVCS 

BHI FRMERR 

RTS PC 



.•FORMAT 

; DENSITY 

••UNIT 

;SIDE 

; SELECT FUNCTION 

;WAIT FOR TR 

{KEYWORD 

;WAIT FOR DONE 

; ERROR 

iBR IF SO 



FRMERR 1 



Figure 4-1: Format Subroutine 

Alternatively a diskette can be formatted uaing console ODT. Open the 
CS register and deposit the appropriate command. Then depoait the 
format key word 222(8) in the DB register. The following is an example 
of formatting unit side in double density. 



177170/ 
177172/ 



004040 
000000 



4U <LF> 
222 <CR> 
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4.3. 



asssi 



Figur* 4-2 iHu«tr#tM •ubroutinw to writ* data on a diskctt* which is 
don* by pcrforning « fill buffvr operation follovcd by a writ* sector. 

Th» Fill Buff»r comaand, apacifying aingle or doublt d»n«ity is loadsd 
into the HXVCS. When TR is set, the word count is loaded into the 
HXVDB. When TR is again set, the bus address of the data is loaded 
into the HXVDB. If 22 bit addressing is enabled TR is again set and 
the extended address bits are soved into the HXVDB. A return is sade 
when the controller's sector buffer is filled. The Writ* Sector 
comaand (specifying density, unit and side) is loaded into the HXVCS. 
When TR is set the sector address is loaded into the HXVDB. When TR is 
again set, the track address is loaded into the HXVDB. When the 
contents of the controller's sector buffer are written at the selected 
sector, a return is made. 

FILLBF: 



HOV 


#1. CHD 


.-FILL BUFFER 


BIS 


DENS, CHD 


; DENSITY 


HOV 


CHD, »#HXVCS 


J SELECT FUNCTION 


JSR 


PC. TRWAIT 


sWAIT FOR TR 


HOV 


COUNT, 9«HXVDB 


.•WORD COUNT 


JSR 


PC. TRWAIT 




HOV 


#BUFOUT. 9#HXVDB 


;BUS ADDRESS OF DATA 


JSR 


PC, DNVAIT 


;WAIT FOR DONE 


HOV 


♦EXTAD, f #HXVDB 


; EXTENDED ADDRESS BITS« 


JSR 


PC, DNWAIT 


{WAIT FOR DONE* 


TST 


9*HXVCS 


; ERROR 


BHI 


ERFIL 


;BR IF SO 


RTS 


PC 





ERFIL; 



WSECT; 



HOV 


*5, CHO 


! WRITE. SECTOR 


BIS 


DENS, CHD 


: DENSITY 


BIS 


UNIT, CHD 


;UHIT 


BIS 


SIDE. CHD 


;SIDE 


HOV 


CHD. IfHXVCS 


{SELECT FUNCTION 


JSR 


PC, TEWAIT 


{WAIT FOR TR 


HOV 


SECTOR. f«HXVDB 


{SECTOR 


JSR 


PC TRWAIT 




HOV 


TRACK i«HXVDB 


{TRACK 


JSR 


PC. DMWAIT 


{WAIT FOR DONE 


TST 


9#HXVCS 


{ERROR 


BHI 


WSERR 


{BR IF SO 


RTS 


PC 





WSERR: 



«Only required if 22 bit addressing is enabled! 

Figure 4-2: Write Data Subroutines 
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4.4. READ/EMPTY QPERATTnWfi 

Figur* 4-3 illu«tratM •ubroutin»« to read d«t« fro« • di«k»tt« which 
in done by perloraing a Read Sector operation followed by an Empty 
Buffer operation. 

The Read Sector cowiand (epecifying density, unit and aide) is loaded 
into the HXVCS. When TR is set the sector address is loaded into the 
HXVDB. When TR is again set, the track address is loaded into the 
RXVDB. When the contents of the selected sector are read into the 
controller's sector buffer, a return is made. 

The Empty Buffer command, specifying density, is loaded into the MXVCS. 
When TR is set, the word count is loaded into the HXVDB. When TR is 
again set, the bus address of storage buffer is loaded into the HXVDB. 
If 22 bit addressing is enabled TR is again asserted and the extended 
address bits are loaded into the HXVDB. A return is made after the 
contents of the controller's buffer are transferred to the sesory 
storage buffer. 



RSECT: 


HOV 


#7, CMD 


;READ SECTOR 




BIS 


DENS, CHD 


{DENSITY 




BIS 


UNIT, CHD 


jUHIT 




BIS 


SIDE, CHD 


;SIDE 




HOV 


CHD, 9#HDVCS 


•SELECT FUNCTION 




JSR 


PC, TRWAIT 


;WAIT FOR TR 




MOV 


SECTOR, 9#HDVDB 


{SECTOR 




JSR 


PC, TRWAIT 






MOV 


TRACK, e#HXVDB 


{TRACK 




JSR 


PC, DNWAIT 


{WAIT FOR DONE 




TST 


9#MXVCS 


{ERROR 




BHI 


RSERR 


{BR IF SO 




RTS 


PC 




RSERR : 








EMPBFs 


MOV 


#3, CHD 


jEHPTY BUFFER 




BIS 


DEHS, CHD 


{DENSITY 




MOV 


CHD, t#HXVCS 


{SELECT FUNCTION 




JSR 


PC, TRWAIT 


{WAIT FOR TR 




MOV 


COUNT, •#HXVDB 


{WORD COUNT 




JSR 


PC, TRWAIT 






HOV 


#BUFriH, «#MXVDB 


{BUS ADDRESS FOR DATA 




JSR 


PC, DHWAIT 


{WAIT FOR DONE 




HOV 


#EXTAD, »#MXVDB 


{EXTENDED ADDRESS BITS 




JSR 


PC, DHWAIT 


{WAIT FOR DGHEK 




TST 


9«HXVCS 


{ERROR 




BMI 


EREHP 


;BR IF SO 




RTS 


PC 




EREHP : 









«Only required if 22 bit addressing is enabled! 
Figure 4-3: Read Data Subroutines 
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The controller providM a Write Current Control aignal (TG43) which is 
•■•erted whenever a track addren greater than 43 is accessed. This 
signal is required by sose drives to reduce the effects of write 
saturation on the inner tracks. Since the Shugart 800 series drives do 
not require this signal, the controller is shipped with this feature 
disabled. However, Shugart 850 series double sided drives require this 
signal (refer to the Shugart Double Sided Diskette Storage Drive sanual 
section 7.13). This signal is provided on pin 2 of the 50 pin ribbon 
connector and is enabled according to section 2.1.4. 

4- 6- WRITE PRECQHPEHS ATIOH 

Bit shift occurs on both single and double density diskettes. This 
shift is nore noticeable with double density due to the ssaller bit 
cell size and corresponding data and clock windows. Soae aspects of 
bit shift are predictable and are dealt with the precoapensation scheme 
implemented in this controller; unpredictable effects are reduced by 
using PLL techniques. 

Predictable bit -shift effects result from normal read/write operation. 
Data are recorded by flux changes in the gap of the read/write head. 
These flux changes produce changes in magnetization which induces 
current in the read/write head. Since this change in current is not 
instantaneous, it takes a finite time to build up to a peak and return 
to zero. When the magnetic flux changes are close together the 
previous current transition may not reach zero before a second 
transition occurs. The summation of current pulses produces shifted 
peaks. Because the flux changes are closer together on the inner 
tracks (43 through 76) the bit shift is greater in this area. Values 
of up to <350ne are typical. 

Other causes of bit shift are induced by variation in disk drive 
rotational speed. The specified ♦2% variation will produce bit shifts 
of *40ns. Incomplete erasure of previously recorded data can produce 
bit shifts of up to 50ns. Other miscellaneous components of bit shift 
include instantaneous speed variation, electrical noise, radial track 
alignment and nonsyaaetry of the read/write head and associated 
electronics. These effects can produce up to ^lOns of bit shift, 
bringing the total effect to ji450ns. "" 

Since the data/clock window for double density is only lOOOns, a i450ns 
bit shift leaves only a SOns margin before soft errors begin to occur. 
To improve this margin the controller incorporates a scheme to 
recognize the data patterns which produce excessive bit shift and 
introduces a compensating bit shift. For tracks greater than 
forty-three the recorded bits are shifted 165ns early, or late, as 
determined by the two previously recorded bits and the subsequent two 
bits to be recorded. The controller also incorporates a phase-locked 
data recovery scheme which dynamically adjusts the recovery clock 
frequency to the data, reducing bit shifts due to rotational speed 
errors. These two features improve data recovery margins by 173ns or 
more, providing approximately 225ns of margin. 
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4.7. pgyfER FAIL PRQTErTTON 

The controller continuously •onitor* both the BPOK and BDCOK bus 
signals. Rsfsr to ths Hicrocosputsr Processors Handbook for detailed 
descriptions of these signals. When asserted, BPOK signals an 
ispending DC power failure and guarantees 4«s of operation before BDCOK 
is asserted and DC power fails. Assertion of BDCOK indicates invalid 
DC power. This signal is hardwired in the controller as an interlock 
on the Write Gate signal. When BDCOK is asserted the Write Gate signal 
is blocked and write operations are prevented. 

Before initiating a write sequence, the controller interrogates the 
BPOK line. If an impending DC failure is indicated the operation is 
aborted. 
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Section 5 
Software Considerations 



5. GENERAL 

The HXV22 controller configured for 18-bit addressing can be used vith 
all software designed to cosmunicate vith DEC'S RXV21 controller. This 
is of particular importance when using software not supported by the 
driver changes presented in this section. This section describes the 
changes required to RT-11 and RSX-llH in order to take advantage of the 
22'-bit DHA support provided by the HXV22 controller. Once the changes 
described in this section have been incorporated into the applicable 
drivers the system software can be used vith the HXV22 controller 
configured in either 18-bit or 22-bit nodes. 



5.1. OPERATION USING RT-11 

Operations involving the HXV22 controller are logically equivalent to 
those of the RXV21 except a Modified 'DY' driver is required when 
configured in 22-bit sodc. Several techniques can be used to 
incorporate the changes described in section 5.1.1) however, the 
changes can not be performed on the 'DY* via the HXV22 controller 
without attention to the caution noted in section 5. 

The HXV22 (and RX02) controller requires a different handler than the 
progranined I/O controllers. This nev handler is configured to utilize 
the DHA transfer scheme of the controller. In addition, diskette 
density is determined by the handler vithout system intervention, 
allowing the use of either single or double density diskettes 
interchangeably. 

This handler, designated 'DY', is available in RT11-V03B and later 

revisions. 

Although earlier versions of RT-11 can be used, only the changes to 
V4.0 and V5.0 are provided in this document. Changes to earlier 
versions can be accomplished using the methodology described here and 
the judicious placement of similar code. Earlier version vill also 
require modification to the Bootstrap program BSTRAP. 
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3.1.1. 



H94 ifYinq RXQ2 Drivt r for RT1| 



Changes listed in Appendix A through D are those required to ■odify 
DEC'S V4.0 and/or V5. RX02 driver for operation with the BXV22 
controller. Changes listed in the Appendix are in a format expected by 
the Source Language Patch program (SLP). Generate a file -DYBXV.DIF' 
using an editor of your choice containing the appropriate changes 
listed in the Appendix. Use the following steps to include the 
changes: 



.RUN SLP 
»DYMXV»DY, DYMXV 



NOTE 

Changes to applicable drivers are identified by level 
and/or version numbers. Be certain that the correct 
level and/or version is being used as input to the 
program SLP. 

The file DYMXV. MAC will contain the new MXV22 compatible driver. 
Assemble, link and install the new driver using the method described in 
your RT-11 System Generation Manual. 

^ • ^ ■ ^ • Creating a DY-Compati ble System Disk on a DX-based System 

The MXV22 controller requires the DY-based RT-11 monitor rather than 
the DX-based RT-11 monitor. The following procedures explain how to 
create a DY-based system. 

Using an RXOl or equivalent system, or system which has an RXOl or 
equivalent peripheral device, the monitor file and other associated 
system files should be copied onto a single density diskette. These 
files can be obtained from the binary distribution media or by 
performing a SYSGEN and specifying DY as the system device (refer to 
the RTll System Generation Manual). The following commands will 
initialize the diskette and copy the necessary files to Drive 1; 

. INIT/NOQUERY DXl : 

, COPY/SYS DEV;SWAP.SYS DXl! 

.COPY/SYS DEViRTllxx.SYS DXIj 

.COPY/SYS DEVsDY.SYS DXls 

.COPY/SYS DEV:TT.SYS DXl: 

.COPY DEV:DIR.SAV DXl: 

.COPY DEViPIP.SAV DXl! 

.COPY DEViDUP.SAV DXl: 
The bootstrap must then be copied from the monitor file to block of 
the diskette. The following command will accomplish this on the 
diskette in drive 1. 
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. COPY/BOOT :DY DXlrRTllxx DXl: 

This diskette can be used with the HXV22 controller but it is single 
density. To build a double density diskette the user aust first format 
a diskette to double density as explained in Section 4. 2 Boot the 
single density system diskette in drive 0. Use the following oommands 
to initialize the formatted diskette in drive 1 and copy the system 
software from drive to drive 1. 



. INIT/NOQUERY DYl : 
.COPY/SYS DY:».» DYl: 

Finally, copy the bootstrap to block of the diskette in drive 1. 

.COPY/BOOT DYl:RTllxx DYl; 

The diskette in drive 1 can now be booted as a double density system 
diskette. 



5.2. OPERATION WITH LAYERED PRODUCTS 

Using the driver modifications described for RT-11, layered products 
such as TSX-Plus V3.01, and SHARE 11 can be used to provide 22-bit 
system support with the MXV22 controller. 

5.3. OPERATION WITH RSXllH 

Extended address support provided by the HXV22 controller is 
incorporated by the DYDRV changes listed in Appendix E. An additional 
change is required to the device data I/O structure. The file 
SYSTB. MAC created by Phase I of SYSGEH must be edited prior to assembly 
and task building process. Characteristic word one of the Unit Control 
Block (UCB) must be edited to reflect 22-bit direct addressing support 
for the DYDRV device. Refer to section 4 of the Guide to Writing An 

U^ Driver for details. An alternate method of changing the UCB is to 

use the utility Task/File Patch program ZAP. Use the RSXllH. HAP file 
to locate the UCB entries -.DYO" and -.DYl". The fifth word of these 
tables should be amended to include the setting of bit 8; 

LOCATIffH OLD VALUE HEW VALUE 
.DYO * 10 dddddd ddddddi400 
.DYl * 10 dddddd dddddd! 400 

5.3.1. Modifying RX02 Driver RSXllM 

Changes to the RX02 driver program DYDRV. HAC are provided in Appendix 
E. The changes arc referenced to the distributed Version 3.02. 
Changes listed in Appendix E are in the format expected by the Source 
Language Input Program (SLP). These change can be incorporated into 
the standard driver using methods described in Section 17 of the RSX-11 
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utilities. Hanual. 



5-4. DOUBLE SIDED OPER ATION _ RT-11/RSX-11W 



Change for RT-11 doubl» aided aupport are listed in Appendicee B and D. 
These changes can be used with the 22-bit changes. 

Appendix F contains the changes required for RSX-llH double sided 
support. 



5.5. OPERATION WITH O THER DE C SOFTWARE 

The HXV22 Controller used in Id-bit node emulates the operation of the 
RXV21. This is particularly important vhen using programs or systems 
that might require access to the RX02 type device. 

NOTE 

Operation of the XXDP Diagnostic program require 
that the KXV22 be configured to emulate the RXV21 
in 18-bit mode. 



5- 6- OPERATION WITH DEC DIAGNOSTIC 

The MXV22 Controller operates vith the following DEC XXDP 
Diagnostic programs: 

1. CZRXDAO RX02 SS Performance Exercise. 

2. CZRXDBO RX02 SS Performance Exerciser. 

3. CZRXEAO RX02 Formatter Program. 

5.6.1. Exceptions 

The following changes to the DEC RX02 Diagostics may be 
required when testing the HXV22 Controller. 

Program ZRXFAO 

The watchdog timeout interval for the set media density 
function may have to be increased when the processor is 
an LSI 11/23 or the selected step rate is six (6) 
milliseconds. 



IfOCATlON 


QLLJM-m. 


K5W VALUE 


002474 


000004 


000040 


012152 


000004 


000040 


032720 


000004 


000040 
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Appendix A 



The following changes are for incorporating 22-bit support into RT-11 
Version 4.0 of DY.HAC Edit Level 2 via the Source Language Patch 
program (SLP): 

-/.DRDEF/,,/;MXV22/ 

. MCALL . HTPS 
-/.IIF NDF DY$DD/,,/;«XV22/ 

$22BIT = 1 ; REMOVE THIS LINE TO DISABLE 22-BIT ADDRESSING 
. IIF NDF «22BIT, $22BIT = 



.IF NE 


$22BIT 






DYTYP=2000 






.ENDC 








-/8«MPPTR/*1,./ 


JMXV22/ 




.IF EQ 


$22BIT 






-/BIS/, 


,/;MXV22 


/ 




.IFF 










HOV 


eSP, -<SP) 






ASL 


esp 






ASL 


9S? 






MOV 


(SP)*.EXMBIT-1 






SWAB 


9SP 






BIC 


#*C<30000>,i?SP 






BIS 


(SP)*,R4 




-/.ENDC/,,/;MXV: 


22/ 




.ENDC 








-/BUFRAD;/*3, ,/ 


! MXV22/ 




.IF NE 


$22BIT 








BIT 


#40000, RO 


{BOUNDARY CROSSED? 




BEQ 


8$ 


; BRANCH IF NOT 




INCB 


EXMBIT 






BIC 


#40000, RO 


{REMOVE BIT 


-/.ENDC/,,/jMXV22/ 




.ENDC 








-/BPL 


DYERR2/, 


, .,/iMXV22/ 






BPL 


5$ 


;BRIF DONE 


.IF NE 


$22BIT 








BIT 


#DYTYP, 8R4 


J IN 22-BIT MODE 




BEQ 


6$ 


;BRIF NO 




MOV 


EXMBIT-l.RO 


{EXTENDED ADDRESS BITS 




CLRB 


RO 


{HOUSEKEEP 




BIS 


R0,R3 


{INTO WORD COUNT REGISTER 


6$: 








.ENDC 
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-/BPL DYERR2/. .,/,HXV22/ 
BPL 3f 

. IF HE ♦22BIT 

BIT #DYTYP, •R4 
BNE 3« 

2$! 

.IFTF 

-/BOV R2, /,,/}HXV22/ 

.IFT 

. MIPS #0 
.ENDC 

-/RTS/,,/;BXV22/ 
.IF HE *22BIT 
3«: .HTPS 

HOV 



iBRIF DOHE 

S PROTOCOL COMPLETE 



4$: 



MOVB 

MOV 

BIT 

BHE 

BIT 

BEQ 

.MTPS 

JMP 



#340 
R2, 9R5 
EXMBIT, R2 
9R4, RO 



; RESTORE STATUS 



; BLOCK INTERRUPTS 



J GET STATUS 



#CSINIT!CSTR,RO jWAIT READY/IHIT 

2« ;LAST TRANSFER 

#CSDONE,RO J WAIT DONE 

4$ (FOR ONE 

♦0 (RESTORE STATUS 

DYERR2 



; EXTENDED MEMORY ADDR BITS 



; 22-BIT CONTROLLER? 
;IF EQUAL NO! 



.IFTF 

5S: 

.IFT 

. BYTE 
EXMBIT: .BYTE 
.ENDC 

-/8$!/*2. ,/;MXV22/ 
. IF NE $22BIT 

BIT #DYTYP, f R4 

BEQ 22« 

CLRB 23$ 
22$: 
■ ENDC 

-/M0V/,,/;MXV22/ 
.IF NE $22BIT 
23$: BR 9$ 

JSR PC, WAIT 

CLR 9R5 
. ENDC 

-/WAIT:/,.,/!MXV22/ 
WAIT: BIT #CSIHIT!CSTR, 9R4; TRANSFER? 

BNE 11« 

BITB #CSTR!CSD0NE,«R4; TRANSFER OR DONE? 
/ 



;OHE MORE TRANSFER FOR 22-BIT 
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Appendix B 



The folloving changes are for incorporating double sided support into 
RT-11 Version 4.0 of DY. MAC Edit Level 2 via the Source Language Patch 
program (SLP): 

-/.IIP HDF DY$DD/,,/;2SIDED/ 

DY$DS»1 

HAXLSN=DYDSIZ»4 

DBSID2=2 

-/D0XFER;/,./;2SIDED/ 

HOV DYLSN, R3 
-/DYLSN/,.,/;2SIDED/ 
/ 
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Appendix C 



The following changes are for incorporating 22-bit support into RT-11 
Version 5. of DY. MAC Edit Level via the Source Language Patch 
program (SLP) : 



-/.DRDEF/,,/;22-BIT/ 

. HCALL . MIPS 
-/DY$DD/,,/} 22-BIT/ 
$22BIT = 1 i REMOVE 

. IIP NDF S22BIT, $22BIT =0 
.IF NE $22BIT 
DYTYP = 2000 
.ENDC 

. IIP NDF DYSDS, DYSDS = 
.IIP NE DY$DS, DYSDS = 1 
-/JSR PC,e$BPPTR/*l,,/;22-BIT/ 
.IF EQ $22BIT 
-/BIS 35$/,,/;22-BIT/ 
.IFF 





HOV 


i?SP, -(SP) 




ASL 


9SP 




ASL 


9SP 




HOV 


(SP)*,EXMBIT-1 




SWAB 


9S? 




BIC 


#*C<30000>, 9SP 




BIS 


(SP)*,R4 


. ENDC 






-/ADD 


#10000/, 


, ./{22-BIT/ 


.IF NE 


$22BIT 






BIT 


#40000, RO 




6EQ 


8$ 




INCB 


EXHBIT 




BIC 


#40000, RO 


.ENDC 






-/BPL 


DYERR2/, 


,.,/; 22-BIT/ 




BPL 


5$ 



. IF NE $22BIT 
BIT 
BEQ 
MOV 
CLRB 
BIS 

6$: 

.ENDC 



#DYTYP, 9R4 

6$ 

EXMBIT-1,R0 

RO 

RO, R3 



THIS LINE TO DISABLE 22-BIT ADDRESSING 
;N0 22-BIT ADDRESSING 

; 22-BIT CONTROLLER MODE 

; SINGLE HEADED FLOPPY DRIVE 
{DOUBLE SIDED FLOPPY DRIVE 

;NOT A MXV22 

;MXV22 

{MAKE ANOTHER COPY 

{POSITION ADDRESS INTO 

{UPPER BYTE 

{ODD ADDRESS CAPTURES ODD BYTE 

{POSITION BITS TO 12 AND 13 

{ISOLATE THEM 

{INCLUDE IN COMMAND WORD 



{MXV22 

{BOUNDRY CROSSED? 

{BRANCH IF NOT 

{DO 22-BIT ADDRESSING 

{REMOVE BIT 



{BRIF DONE 

{MXV22 IN 22-BIT MODE 

{BRIF NO 

{EXTENDED ADDRESS BITS 

{HOUSEKEEP 

{INTO WORD COUNT REGISTER 
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-/BPL 


DYERR2/ 


, .,/i22-BIT/ 




BPL 


5$ 


.IF HE 


»22BIT 






BIT 


#DYTYP, •R4 




BNE 


3« 


2S: 






.IFTF 






-/MOV 


R2, /,,/ 


; 22-BIT/ 


.IFT 








.HTPS 


«0 


.ENDC 






-/RTS/. 


, /522-BIT/ 


.IF ME 


$22BIT 




3$! 


.MTPS 


*340 




MOV 


R2, 9R5 




MOVE 


EXMBIT. R2 


4$: 


KOV 


9R4, RO 




BIT 


♦CSIHITSCSTR.RO 




BNE 


2$ 




BIT 


tCSDOHE, RO 




BEQ 


4$ 




.MTPS 


#0 


.IFTF 






5$: 


JMP 


DYERR2 


.IFT 








.BYTE 





EXHBIT: 


.BYTE 





.ENDC 






-/8$! 


JSR/*2, 


, /;22-BIT/ 


.IF NE 


S22BIT 






BIT 


#DYTYP, eR4 




BEQ 


22$ 




CLRB 


23$ 


22$: 






• ENDC 






-/MOV 


R2, /,,/ 


; 22- BIT/ 


.IF HE 


$22BIT 




23$: 


BR 


9$ 




JSR 


PC, WAIT 




CLR 


9R5 


.ENDC 






-/WAIT: 


/.../;22 


-BIT/ 


WAIT: 


BIT 


#CSIHIT!CSTR,fR4 




BNE 


11« 




BITB 


tCSTR!CSD0HE,9R4 



:BRIF DOHE 

;MXV22 

{PROTOCOL COMPLETE 

iHO 



; RESTORE SAVED STATUS 



; BLOCK IHTERRUPTS 

;6ET EXTENDED ADDRESS BITS 
J GET STATUS 

;WAIT READY/IHIT/rR/>,sP^,^Rpcj^e5r 
.•LAST TRAHSFER ^ 

J WAIT DOHE 

iFOR OHE 

; RESTORE STATUS 

:G0 PROCESS ERROR 



; EXTENDED MEMORY ADDR. BITS 



■22-BIT CONTROLLER? 
ilF EQUAL NO! 



iOHE MORE TRANSFER FOR 22 -BIT 

} TRANSFER? 
.•TRANSFER OR DONE? 
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Appendix D 



The following changes are for incorporating double aided support into 
RT-11 Vereion 5.0 of DY. HAC Edit Level via the Source Language Patch 
prograni (SLP); 



-/ALT:/*1,,/;2SIDED/ 

DYSDS = 1 
-/DDNBLK/, .,/;2SIDED/ 

DDNBLK = DYDSIZ«2»<DY$DS*1> 

HAXLSN » DYDSIZ»4 

DBSID2 = 2 
-/BIT #ESDN, /, /BEQ 3$/, /52SIDED/ 
.IF NE DY$DS 

BIT #DBSID2, 9R5 

BEQ 2$ 
-/ASL/,,/;2SIDED/ 
2S: 
.ENDC 

BIT #ESDN, 9R5 

BEQ 3$ 

ASL esp 

-/D0XFER:/*1,,,/;2SIDED/ 
-/«0V DYLSN/. ,/}2SIDED/ 
. IF NE DYSDS 

CHP R3, #WAXLSN 

BLT 1$ 

BIS • #CSHEAD,RO 

SUB #MAXLSN, R3 



1$: 

.ENDC 

/ 



;SET DOUBLE SIDED 

; DOUBLE DENSITY HO. OF BLOCKS 
{MAXIMUM LOGICAL SECTORS 
•DOUBLE SIDED BIT 

; DOUBLE HEADED 

J DOUBLE SIDED DISKETTE MOUNTED 

;BRIF SINGLE 



; SINGLE OR DOUBLE DEHSITY 

jBRIF SINGLE 

; DOUBLE THE SIZE AGAIN 



;2 HEADS 

; SECTORS REACHED CAPACITY 

;N0 

; CHANGE SIDES 

(MODULO SECTOR NUMBER 



MOV 



RO, 9R4 



(START FUNCTION 
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Appendix E 



The following changes are for incorporating 22-Bit support for RSX-llM 
into DYDRV.MAC Version 3.02 via Source Language Input Program (SLP): 



-/03.02/,, /;22-BIT/ 
HXV22 = 
-/SDEN/,,/; 22-BIT/ 
ADREXT = 2000 
-/M$$HGE/,,/;22-BIT/ 

. IF DF «Xy22 

.IFF 
-/.ENDC/,,/i22-BIT/ 

.ENDC 
-/B$$H6E/,,/;22-BIT/ 

.IF DF MXV22 

MOVE U. BUF*1(R5),R0 



{ENABLE MXV22 CONDITIONAL CODE 
; 22-BIT CONTROLLER BIT 



EXTENDED MEMORY BITS 



ROR 


RO 






ROR 


RO 






MOVB 


RO, I.PRM*16(R1) 


; SAVE BA18-BA21 


• REPT 


3 






ROR 


RO 






.ENDM 








BIG 


#147777, RO 




J ISOLATE BA16 & BA17 


MOV 


R0,U.BUF(R5) 




; INITIALIZE CSR WORD 


.IFF 








-/.ENDC/,,/;22- 


■BIT/ 






.ENDC 








-/M$$EXT/,,/}22-BIT/ 






.IF DF 


MXV22 






.IFF 








-/.ENDC/., /; 22- 


BIT/ 






.ENDC 








-/140« :/,,/; 22- 


■BIT/ 






BIT 


♦ADREXT. (R2) 




; 22-BIT 


6EQ 


145$ 






SWAB 


Rl 




; GET UPPER BYTE 


BISB 


I.PRM*16(R3), 


Rl 


! SET BA 18-21 


SWAB 


Rl 




; REPOSITION 


145$: 
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-/280*:/,.,/22- 
BR 



280$: 



281$: 



283$! 



284$: 

285$! 



CHP 

BEQ 

BIT 

BEQ 

HTPS 

WOV 

BIT 

BNE 

BITB 

BEQ 

BMI 

HTPS 

BR 

MOV 

HOV 



BIT/ 
281$ 
RO,#'I 
285$ 

#ADREXT, (R2) 
285$ 
#340 

R0,RXDB(R2) 
#TR!INIT, (R2) 
284$ 

#TR!DOHE, (R2) 
283$ 
284$ 
#0 
160$ 

I.PR«*16<R3).R0 
RO. RXDB(R2) 



MTPS #0 
-/♦lOOOO/,,/ J 22-BIT/ 

. IF DF MXV22 

BIT #40000, U.BUF(R5) 

BEQ 13$ 

BIC #40000, U.BUF(R5) 

INC I.PRM*16(R3) 
13$: 

. ENDC 
/ 



TRACK HO. COULD BE 111 

END REGISTER PROTOCOL 

IF EQ EXIT 

22-BIT CONTROLLER ? 

IF EQ NO 

}; BLOCK INTERRUPTS 
;; BUFFER ADDRESS 
,-} READY FOR LAST WORD ? 



READY FOR LAST WORD ? 



ERROR, NO TRANSFER REQUEST 
;; EXTENDED ADDRESS BITS 

OR ;;: LOAD TRACK, BUFFER 
i; ADDRESS, OR ASCII I 

OR ; ; : 



CHECK FOR OVERFLOW 
NOT YET 
HOUSEKEEP 
UPDATE BA18-BA21 
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Appendix F 



The following changes are for incorporating double sided support for 
RSX-llM into DYDRV. MAC Version 3.02 via Source Language Input Program 
(SLP): 



-/03.02/.,/;22-BIT/ 
-/RSAE/,,/}2SIDED/ 
SSIDED = 20000 
-/DOUBLE/,, /;2SIDED/ 
DOUDOU = 1976. 
-/SDEN/, , /;2SIDED/ 
DSIDED = 1000 
-/CRCERR/,,/;2SIDED/ 
SIDES = 2 



jSECOHD SIDE INDICATOR BIT (U.CW2) 
. DOUBLE SIDED & DOUBLE DENSITY 
J DOUBLE SIDED BIT (U.CW2) 
; DOUBLE SIDED HEDIA 



-/220$:/,,/j2SIDED/ 

BIT tSSIDED, U. CW2(R5) ; IS IT SECOND SIDE OPERATION? 

BEQ 225$ ; IF EQ NO 

BIS #DSIDED,U.BUF(R5) j USE SECOND SIDE 

225$! 

-/420$:/, ., /i2SIDED/ 

420$: BIG #SILO ISCHARJ SSIDED ! ERRl, U. CW2(R5) ; CLEAR BITS 

-/440$!/, .,/!2SIDED/ 

RETRY WITH CORRECT DENSITY TO ENSURE VALID DISKETTE STATUS 



«DEN, RO 

RO, U.CW2(R5) 

DYSEC 



CHANGE DENSITY FOR RETRY 

SET UP DENSITY BIT IN U.CW2<R5) 

TRY AGAIN 



MOV 

XOR 

BR 

440$! BIC #SCHAR!DEN!DSIDED, U.CW2(R5) ; CLEAR FLAGS 
-/450$!/, .,/;2SIDED/ 

450$: BIT #SIDES, I. PRH*6(R1) ; IS IT DOUBLE SIDED? 

BEQ 455$ ; IF EQ NO 

MOV #DOUDOU, U. CW3(R5) ; DOUBLE THE MAXIMUM LBN'S 

BIS #DSIDED, U.CW2(R5) ; SET THE DOUBLE SIDED BIT 

455$: MOV #IS. SUC&377, RO ; SET SUCCESS 
-/460S!/,.,/;2SIDED/ 

460$: BIT #DEN, U. CW2(R5) ; CHECK FOR CORRECT DENSITY 

BEQ 465$ i SINGLE DENSITY 

BIS #SDEN,RO ; SET UP DOUBLE DENSITY 



465$: 



MOV 



RO, (R2) 



; INITIATE FUNCTION 
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•/560«i/, .,/,2SIDED/ 



tSIDES. I.PHM«6(R1 
965t : 

«DSIDED.U.CW2(R5) 
#D0UD0U.U.CW3<RS) 
RO. I.PRH*10(R1) ; 



S60«i BIT 

BEQ 

BIS 

BOV 
565* : NOV 
-/♦INTEBL/. .,/!2SIDED/ 
-/BOVB/, ./;2SIDED/ 

BIS #IHTEBL. (R2) i 
-/, #77. /, /BHI/, / J2SIDED/ 

CMP RO, #76. ) 
-/BITB/,,/;2SIDED/ 

BEQ 23$ : 

CMP #76. , RO J 

BEQ 30« ; 

SUB #77. , RO ; 

BR 2S« I 

23t: SUB #76. ,R0 ; 
25$! BIT #DSIDED,U.CW2(R5) 
-/BEO/. ,/s2SIDED/ 

BIS #SSIDED.U.CW2(R5) 



) : IS IT DOUBLE SIDED? 
IF EQ HO 
: SET DOUBLE SIDED BIT 

t DOUBLE MAX LBN'S 
STORE LOGICAL SECTOR NUMBER 



ENABLE INTERRUPTS 

IS IT SECOND SIDE? 

IF EQ NO. IT'S A LOGICAL BLOCK 

YES 

IF EQ ALLOW ACCESS TO #76. 

CHANGE SIDES - PHYBLK ACCESS 

CHANGE READ HEADS 

ADJUST FOR SECOND SIDE 

I TWO SIDE MEDIA? 

i SET HEAD 1 SELECT BIT 
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